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		  Datasheet File OCR Text:


		  bothhand usa.  e-mail: sales@bothhandusa.com http://www.bothhand.com        462 boston st - topsfield, ma 01983 - phone: 978-887-8050 - fax: 978-887-5434  mechanical outputs connector type mating connector type cn1 cn2 unit: m.m. jst b3p2-vh or equivalent jst vhr-3n or equivalent jst b9p-vh or equivalent jst vhr-9n or equivalent ref. no.        T60-9313   series                        60 watts   switching power supply      features     industry standard 3?x5? size.   90-264vac universal input   vde 0871?b? & fcc?b? compliance   100% burn-in test   over voltage protection installation   short-circuit protection installation   protection type: auto-recovery    specification                   model  item                             T60-9313  input voltage                                             ac 90~264v  input frequency                                               47~63hz  efficiency                                              77% typical  operating temperature                                                0~50    storage temperature                                               -20~85    weight                                              300g/10.6oz  safety description                                            ul, csa, tuv, cb  (  ): under development     (i/p): in process                                                        model no.  T60-9313  vo1 vo2 vo3 vo4  vo  +5v +24v +15v -15v  min  1.0a 0.2a 0.1a 0.1a  rated 2.5a 1.6a 0.3a 0.3a  load  surge ---  2.4a 1.0a  ---  line 1%  1%   1%   1%  regulation  load 3% 8% 5% 5%  tolerance +/-4% +/-10% +10/-5% +10/-5%  ripple & noise  50mv  240mv  150mv  150mv 
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