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		  Datasheet File OCR Text:


		  specifications are subject to change without notice. h-490  turns-counting dial mechanical and physical characteristics number of turns ................................................................................................................ ..................................................................0 to 30 dial divisions ................................................................................................................. ..............................................................100 per turn readability - over 10 turns .................................................................................................... ..................................................1 part in 1000 to r que with brake engaged ...................................................................................................... .......................350 g-cm (5 oz-in.) minimum markings ....................................................................................................................... ......................................white on black background locking brake.................................................................................................................. ...............................................refer to chart below w eight ......................................................................................................................... .................................approximately 7 grams (1/4 oz.) set screws ..................................................................................................................... ........................unc-3a 4-40, 2 screws 120 ?apart set screw tightening torque .................................................................................................... ..................22.59 n-cm (2 lbs.-in.) minimum hex key size ................................................................................................................... .............................................................0.05 in. hex shaft and bushing requirements shaft diameter requirements .................................................................................................... ....................................refer to chart below shaft extension beyond panel ................................................................................................... ......................15.75 mm (0.62 in.) minimum 21.21 mm (0.83 in.) maximum bushing extension beyond panel ................................................................................................. ....................9.02 mm (0.35 in.) maximum 0 5 6 7 8 9 1 2 3 4 2 25.4  (1.0) 45       10   brake 18.29 (.720) 12.7 (.500) 11.18 (.440) 23.11    .76 (.909    .029) 30       5   rad. max. dia. 10.36 (.407) dia. part accepts shaft number diameter fits bushing size brake body finish h-493-2 3.18 mm (.125 in.) 6.35 mm-32unef-2a no black h-494-2 3.18 mm (.125 in.) 6.35 mm-32unef-2a yes black h-491-3 6.35 mm (.250 in.) 9.53 mm-32unef-2a no satin chrome h-492-3 6.35 mm (.250 in.) 9.53 mm-32unef-2a yes satin chrome h-493-3 6.35 mm (.250 in.) 9.53 mm-32unef-2a no black h-494-3 6.35 mm (.250 in.) 9.53 mm-32unef-2a yes black h-492-2 3.18 mm (.125 in.) 6.35 mm-32unef-2a yes satin chrome h-490 mounting instructions 1. discard standard mounting nut and lockwasher supplied with the potentiometer; they will not be used. 2. insert potentiometer in panel. 3. using parts supplied with dial, position anti-rotation washer against panel. tangs of washer should stick out from panel. 4. install mounting nut supplied with dial. be sure: a. shoulder on nut engages hold of anti rotation washer. b. tangs of anti-rotation washer are aligned vertically.  this positions the turns-counting window properly. 5. turn potentiometer shaft counterclockwise to minimum resistance or voltage ratio. this is not necessarily at the end of travel. 6. loosen set screw in knob of dial assembly. set dial to ?.00 r eading. slip dial assembly over end of potentiometer shaft. 7. holding outer ring of dial assembly, engage locating tangs on  anti-rotation washer in notches on dial assembly. 8. while holding outer ring, position unit lightly against panel. uniformly tighten knob set screws to potentiometer shaft with furnished hex wrench. dimensional drawings features  no backlash - mounted directly to potentiometer shaft  for use with precision potentiometers or other rotating devices up to 30 turns  compact size - requires only 25.4 mm diameter panel space  a vailable with or without brake dimensions: mm (inches) how to order rev. 04/03
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