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		  Datasheet File OCR Text:


		  228 3757 w. touhy ave., lincolnwood, il 60712 ?(847) 675-1760 ?fax (847) 673-2850 ?www.illcap.com  1r0bcr050d 1 np0 5.0 3.0 2.51.0 .58.02 2r0bcr050d 2 np0 5.0 3.0 2.51.0 .58.02 3r0bcr050d 3 np0 5.0 3.0 2.51.0 .58.02 4r0bcr050d 4 np0 5.0 3.0 2.51.0 .58.02 5r0bcr050d 5 np0 5.0 3.0 2.51.0 .58.02 6R0BCR050D 6 np0 5.0 3.0 2.51.0 .58.02 7r0bcr050d 7 np0 5.0 3.0 2.51.0 .58.02 8r0bcr050d 8 np0 5.0 3.0 2.51.0 .58.02 100bcr050k 10 np0 5.0 3.0 2.51.0 .58.02 120bcr050k 12 np0 5.0 3.0 2.51.0 .58.02 130bcr050k 13 np0 5.0 3.0 2.51.0 .58.02 150bcr050k 15 np0 5.0 3.0 2.51.0 .58.02  stable temperature characteristics  capacitance range: 1 pf to 680 pf  small size features bcr +85  c temperature stable ceramic disc capacitors operating voltage specifications 50 wvdc capacitance tolerance             10 pf: 0.5 pf ( d ):             12 pf: 10% ( k ) operating temperature range -55  c to +125  c temperature characteristics npo, n750, n1000, y5e dielectric strength 250% rated voltage (60 seconds) insulation resistance 50wvdc @ 1 min.  5,000 m ? dissipation factor  1.5% @ 1khz, +20  c;   30 pf: q  400 @ 1mhz >30 pf: q  1,000 @ 1mhz life test specification 1000 hrs. @ 200% rated voltage part number temp. char. capacitance pf d max. t max. s d part number temp. char. capacitance pf d max. t max. s d convert to inches, divide by 25.4 standard part listing 180bcr050k 18 np0 5.0 3.0 2.51.0 .58.02 200bcr050k 20 np0 5.0 3.0 2.51.0 .58.02 220bcr050k 22 n750 5.0 3.0 2.51.0 .58.02 270bcr050k 27 n750 5.0 3.0 2.51.0 .58.02 300bcr050k 30 n750 5.0 3.0 2.51.0 .58.02 330bcr050k 33 n750 5.0 3.0 2.51.0 .58.02 390bcr050k 39 n750 5.0 3.0 2.51.0 .58.02 400bcr050k 40 n750 5.0 3.0 2.51.0 .58.02 430bcr050k 43 n750 5.0 3.0 2.51.0 .58.02 450bcr050k 45 n750 5.0 3.0 2.51.0 .58.02 470bcr050k 47 n750 5.0 3.0 2.51.0 .58.02 500bcr050k 50 n1000 5.0 3.0 2.51.0 .58.02

 229 3757 w. touhy ave., lincolnwood, il 60712 ?(847) 675-1760 ?fax (847) 673-2850 ?www.illcap.com  bcr standard part listing + 85  c temperature stable ceramic disc capacitors part number temp. char. capacitance pf d max. t max. s d 550bcr050k 55 n1000 5.0 3.0 2.51.0 .58.02 560bcr050k 56 n1000 5.0 3.0 2.51.0 .58.02 600bcr050k 60 n1000 5.0 3.0 2.51.0 .58.02 650bcr050k 65 n1000 5.0 3.0 2.51.0 .58.02 680bcr050k 68 n1000 5.0 3.0 2.51.0 .58.02 700bcr050k 70 n1000 5.0 3.0 2.51.0 .58.02 750bcr050k 75 n1000 5.0 3.0 2.51.0 .58.02 820bcr050k 82 n1000 5.0 3.0 2.51.0 .58.02 850bcr050k 85 n1000 5.0 3.0 2.51.0 .58.02 900bcr050k 90 n1000 5.0 3.0 2.51.0 .58.02 101bcr050k 100 n1000 5.0 3.0 2.51.0 .58.02 111bcr050k 110 n1000 5.0 3.0 5.01.5 .47.02 121bcr050k 120 n1000 5.0 3.0 5.01.5 .47.02 131bcr050k 130 n1000 5.0 3.0 5.01.5 .47.02 141bcr050k 140 n1000 5.0 3.0 5.01.5 .47.02 151bcr050k 150 n1000 5.0 3.0 5.01.5 .4702 181bcr050k 180 y5e 5.0 3.0 5.01.5  .47.02 201bcr050k 200 n1000 5.0 3.0 5.01.5 .47.02 221bcr050k 220 y5e 5.0 3.0 5.01.5 .47.02 251bcr050k 250 y5e 5.0 3.0 5.01.5 .47.02 271bcr050k 270 y5e 5.0 3.0 5.01.5 .47.02 281bcr050k 280 y5e 5.0 3.0 5.01.5 .47.02 301bcr050k 300 y5e 5.0 3.0 5.01.5 .47.02 331bcr050k 330 y5e 5.0 3.0 5.01.5 .47.02 351bcr050k 350 y5e 5.0 3.0 5.01.5 .47.02 361bcr050k 360 y5e 5.0 3.0 5.01.5 .47.02 371bcr050k 370 y5e 5.0 3.0 5.01.5 .47.02 391bcr050k 390 y5e 5.0 3.0 5.01.5 .47.02 401bcr050k 400 y5e 5.0 3.0 5.01.5 .47.02 471bcr050k 470 y5e 6.0 3.0 5.01.5 .47.02 501bcr050k 500 y5e 6.0 3.0 5.01.5 .47.02 561bcr050k 560 y5e 6.0 3.0 5.01.5 .47.02 601bcr050k 600 y5e 6.0 3.0 5.01.5 .47.02 681bcr050k 680 y5e 6.0 3.0 5.01.5 .47.02 convert to inches, divide by 25.4 d max t max d s 3.0 max. 20.0 min.
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