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		  Datasheet File OCR Text:


		  mx07 o-23 modular plugs and jacks o www.molex.com/ads/modjacks.htm l modular jack  42410  vertical, standard profile  for .062 and .125" pcb features and benefts  	 option 	of	flush	or	flangeless	mount  	 keying 	option	available	for	rj-45  	 meets 	ul	1863	section	8	electrical	probe	and	 	 ul	1863	section	20	childs	finger	 test	  	 contact 	tips	guided	within	fcc-specified	target	 zonepositive	alignment	prevents	shorting	  	 100% 	tested	for	hi-pot	and	continuity reference information  product	specification:	ps-42410	 packaging:	 tray ul	file	no.:	e107635	 csa	file	no.:	lr19980	 mates	with:	fcc	68	plugs	 designed	in:	inches	 electrical  voltage: 	125v	 current:	1.5a	 contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	ac		 insulation	resistance:	500	megohms	min.	 mechanical  durability:	500	cycles	min.	 physical  housing:	black	glass-filled	 polyester,	ul	 94v-0	 contact:	phosphor	bronze	 plating:		 contact	area1.27 m m	(50 m ")	min.	gold	 	 solder	 tails2.54 m m	(100 m ")	min.	 tin,	 	 nickel	overall	 operating	 temperature:	-40	to	+80?c circuits loaded contacts order no. lead-free .062" pcb .125" pcb flush mount  flangeless  flush mount  flangeless  6 2 42410-645 6 42410-645 8 42410-655 2 42410-655 4 yes 4 42410-631 2 42410-631 4 42410-640 8 42410-641 0 6 42410-616 8 42410-617 0 42410-626 4 42410-626 6 8 2 42410-917 6 42410-917 8 42410-936 8 42410-937 0 4 42410-888 8 42410-889 0 42410-908 0 42410-908 2 6 42410-860 0 42410-860 2 42410-879 2 42410-879 4 8 42410-831 2 42410-831 4 42410-850 4 42410-850 6 note:	visit	 www.molex.com	for	keyng	order	numbers	available	on	rj-45	only modular jack  95022  vertical standard profile  features and benefts  	 high 	 reliability,	square	contact  	 industry 	standard	footprint	and	height reference information product	specification:	ps-95003-e packaging:	 tray ul	file	no.:	e107635 mates	with:	fcc	68	plugs designed	in:	millimeters electrical voltage: 	125v current:	1.5a contact	resistance:	20	milliohms	max. dielectric	withstanding	 voltage:	1000v insulation	resistance:	500	megohms	min. physical  housing:	black	 polyester,	ul	 94v-0 contact:	phosphor	bronze plating:	post	plate	1.27	to	1.52 m m	(50	to	60 m ")	gold	in	 contact	area,	1.90 m m	(75 m ")	min.	pure	 tin	in	tail	area	 both	over	nickel	overall operating	 temperature:	-40	to	+80?c circuits loaded contacts order no. lead-free 4 4 95022-244 7 yes 6 4 95022-264 7 6 6 95022-266 7 8 8 95022-288 7
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