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		  Datasheet File OCR Text:


		  for further information contact your local stmicroelectronics sales office. july 2012 doc id 023384 rev 1 1/6 1 SPC564A80CAL176 spc564a70cal176 spc564axx microcontroller family calibration and emulation  system data brief features  support for lqfp176 mcu production  package allowing calibration systems to be  built without requiring modifications to the  standard production system housing   2 mb static ram organized as 512 k words by  32 bits   32-bit multiplexed calibration bus  configuration;   support for nexus-based debug tools even if  application pcb does not include nexus  connector   nexus functionality with 12 message data out  (mdo) signals   support for full-feature calibration tools via  availability of comprehensive set of device  signals available on the connectors.    erni 154819 connector optimized for  calibration   high speed can transceiver with signals  protection   specifications:   board size 36 x 64.5 mm   target connector compatible with  tqpack176sd description the spc564a70calxx and spc564a80calxx  is a calibration and emulation system supporting  the stmicroelectronics ?  spc564axx family of  automotive microprocessors.  the calibration adapter is designed to substitute  the qfp device on an ecu version used during  engine calibration. the complete system consists of a  spc564a70cal176 board or a  SPC564A80CAL176 and a polypod-tq176  poly-pod which plugs directly into the  motherboard. the calibration adapter can also be used as  emulation board as the nexus trace port on  csp496 allows using the pins for application  purpose. www.st.com

 order codes SPC564A80CAL176 ,spc564a70cal176 2/6 doc id 023384 rev 1 1 order codes           table 1. device summary  order code reference spc564a70cal176 vertical base board for  spc564a70xx i n qfp176  target package.  SPC564A80CAL176 vertical base board for  spc564a80xx  in qfp176  target package.  polypod-tq176 tq-polypod for qfp176 targets.

 SPC564A80CAL176 ,spc564a70cal176 system requirements doc id 023384 rev 1 3/6 2 system requirements  "windows pc (xp, vista, 7)

 calibration software SPC564A80CAL176 ,spc564a70cal176 4/6 doc id 023384 rev 1 3 calibration software  "etas inca

 SPC564A80CAL176 ,spc564a70cal176 revision history doc id 023384 rev 1 5/6 4 revision history table 2. document revision history date revision changes 16-july-2012 1 initial release.

 SPC564A80CAL176 ,spc564a70cal176 6/6 doc id 023384 rev 1             please read carefully: information in this document is provided solely in connection with st products. stmicroelectronics nv and its subsidiaries (?st ?) reserve the right to make changes, corrections, modifications or improvements, to this document, and the products and services described he rein at any time, without notice. all st products are sold pursuant to st?s terms and conditions of sale. purchasers are solely responsible for the choice, selection and use of the st products and services described herein, and st as sumes no liability whatsoever relating to the choice, selection or use of the st products and services described herein. no license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted under this document. i f any part of this document refers to any third party products or services it shall not be deemed a license grant by st for the use of such third  party products or services, or any intellectual property contained therein or considered as a warranty covering the use in any manner whatsoev er of such third party products or services or any intellectual property contained therein. u nless otherwise set forth in st?s terms and conditions of sale st disclaims any express or implie d w arranty with respect to the use and/or sale of st products including without limitation implie d w arranties of merchantability, fitness for a particular purpose (and their equivalents under the law s o f any jurisdiction), or infringement of any patent, copyright or other intellectual property right. u nless expressly approved in writing by two authorized st representatives, st products are no t r ecommended, authorized or warranted for use in military, air craft, space, life saving, or life sustainin g a pplications, nor in products or systems where failure or malfunction may result in personal injur y, d eath, or severe property or environmental damage. st products which are not specified as "automotiv e g rade" may only be used in automotive applications at user?s own risk. resale of st products with provisions different from the statements and/or technical features set forth in this document shall  immediately void any warranty granted by st for the st product or service described herein and shall not create or extend in any manner whatsoev er, any liability of st. st and the st logo are trademarks or register ed trademarks of st in various countries. information in this document supersedes and replaces all information previously supplied. the st logo is a registered trademark of stmicroelectronics. all other names are the property of their respective owners. ? 2012 stmicroelectronics - all rights reserved stmicroelectronics group of companies australia - belgium - brazil - canada - china - czech republic - finland - france - germany - hong kong - india - israel - ital y - japan -  malaysia - malta - morocco - philippines - singapore - spain - sweden - switzerland - united kingdom - united states of america www.st.com
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