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		  Datasheet File OCR Text:


		  lead-free parts pb   ligitek electronics co.,ltd. property of ligitek only data sheet LURF9653-30B doc. no  :    qw0905-LURF9653-30B rev.         :    b date        :   22 - may. - 2006 square with 4leads type led lamps

 anode cathode c1.25 1.9 7.62                                 part no. LURF9653-30B 30                     

   ligitek electronics co.,ltd. property of ligitek only unit urf ratings page 2/5 symbol parameter    absolute maximum ratings at ta=25 #     ma ma mw $ a 50 130 120 10 # # -40 ~ +100 -40 ~ +85 2000 v i f i fp pd ir   power dissipation  reverse current @5v  peak forward current  duty 1/10@10khz  forward current tstg t opr  storage temperature  operating temperature  electrostatic discharge( * ) esd min. typ. 800 45070 max. min. 6301.5 202.4 spectral halfwidth %& nm forward voltage @20ma(v) viewing  angle 2 '  1/2 (deg) luminous intensity @20ma(mcd) lens emitted color  water clear  red part no  LURF9653-30B material  algainp    typical electrical & optical characteristics (ta=25 # )    dominant wave length & dnm   note : 1.the forward voltage data did not including    0.1v testing tolerance.             2. the luminous intensity data did not including    15% testing tolerance.                static electricity or power surge will damage the led. use of a conductive wrist band or anti-electrosatic           glove is recommended when handing these led. all devices, equipment and machinery must be properly           grounded.            *  part no. LURF9653-30B

 r e l a t i v e   i n t e n s i t y @ 2 0 m a 600 wavelength (nm) 550 0 700 650 0.5 0.5   r e l a t i v e   i n t e n s i t y @ 2 0 m a n o r m a l i z e @ 2 5                                                                                                                                                       

 dip soldering  preheat: 120                                                           

 reference  standard description page 5/5   mil-std-750: 1026   mil-std-883: 1005   jis c 7021: b-1   jis c 7021: b-12   mil-std-883:1008   jis c 7021: b-10   mil-std-202:103b   jis c 7021: b-11   mil-std-202: 107d   mil-std-750: 1051   mil-std-883: 1011 test condition test item         reliability test:             1.ta=-40                                                                                         

 stopple stopple tube led   packing specification  1. 60pcs / tube       2. 105tubes / inner box         size : l x w x h   55cm x 22.5cm x 10cm  h w l   3. 4 inner  boxes / carton         size : l x w x h   56.5cm x 47.5cm x 24cm  l i t e m   n o . q ' t y :                     p c s n , w , :                     k g s g , w , :                     k g s c/no: made in china h w
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