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		  Datasheet File OCR Text:


		  p o m o n a ?     a l l  d i m e n s i o n s  a r e  i n  i n c h e s .  t o l e r a n c e s  ( e x c e p t  n o t e d ) :  . x x  =   . 0 2   ( , 5 1  m m ) ,  . x x x  =    . 0 0 5   ( , 1 2 7  m m ) .  all specifications are to the latest revisions. specifications are subject to change without notice.  registered trademarks are the property of t heir respective companies.    made in usa   6/9/99    sy/eh/ls  more drawings available at www.pomonaelectronics.com  w: \ pomona \ grponly \ datasheet updates \ updates 2005 \ d4532_1_02.doc  page  1   of    1     model 4532  minigator clips to bnc male  sales: 800 - 490 - 2361   fax: 888 - 403 - 3360  technical assistance: 800 - 241 - 2060       features:    lengths other than those specified are  available upon request.   materials:  conn: 1 st  end - bnc male   finish: body and fittings, tarnish resistant.   nominal impedance: 50 ohms.   center contact: gold plated per mil - c - 39012.   molded boot: pvc mo lded to cable and bnc.         color:  black  cable: rg58c/u.  (.195) o.d.   m a r k i n g :  p o m o n a  4 5 3 2 - c - x x .  molded breakout: pvc molded to breakout leads  and cable. color:  black  breakout leads: 20 awg; 41 x 36 tinned copper.   pvc insulated 2.21 (.087) o.d.; co lor matches   color of insulator.  one red and one black.  conn: 2 nd  end - insulated minigator clips.   materials: steel.    finish: cadmium plated   insulators: vinyl   colors: black and red.   ratings:  operating temperature: +50 c. (+122 f.) max.  operating voltag e: 45 vrms/dc  current:  5 amperes   ordering information:   4532 - c - xx  x x = c a b l e  l e n g t h ,  s t a n d a r d  l e n g t h s :  2 4   ( 6 1 0 ) ,  3 0   ( 7 6 2 ) ,  3 6   ( 9 1 4 ) ,  4 8   ( 1 2 1 9 ) ,  6 0   ( 1 5 2 4 ) .  ordering example: 4532 - c - 6 0  i n d i c a t e s  6 0   ( 1 5 2 4 )  
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