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		  Datasheet File OCR Text:


		  note: all specifications are subject to change without notice. 03-9 03 features subcompact boards specifications gene-9310 3.5 subcompact board with intel? core? 2 duo/ core? duo/ celeron? m (65nm) processor intel? core? 2 duo/ core? duo/ celeron? m (65nm)    processor up to 2.16 ghz intel? 945gme + ich7m   sodimm ddr2 400/533/667 max. 2 gb   gigabit ethernet x 1   crt, 24-bit dual-channel lvds lcd   ac97 2.3 codec 2ch audio   eide x 1, sata 1.5gb/s x 2, compactflash? x 1   8-bit digital i/o, usb x 4, com x 2   flexible expansion: mini pci socket and ecx proprietary    expansion connector +12v only operation   optional extension board supports:     24-bit dual-channel lvds or dvi, usb x 1, sata 1.5gb/s x 2  (support raid 0 & raid 1) or pci-e [x1] x 1, com x 4, lpc x 1  & pci x 1 signals 1700060192 ?	 keyboard/ mouse cable 9657666600  ?	 jumper cap cooler or heatsink  ?	 product cd ?	 gene-9310 ?	 packing list system  form factor 3.5 processor  socket-478m or onboard intel? core? 2 duo/ core? duo/ celeron? m (65nm)  processor up to 2.16 ghz, fsb 533/ 667 mhz system memory 200 pin ddr2 sodimm x 1, max. 2 gb (ddr2 400/533/667) chipset intel? 945gme + ich7m i/o chipset ite it8712 ethernet intel? 82573l, 10/100/1000base-tx, rj-45 x 1 bios award plug & play bios - 1 mb flash wake on lan yes watchdog timer generates a time-out system reset h/w status monitoring supports power supply voltages, fan speed and temperature monitoring expansion interface mini pci x 1, ecx proprietary expansion connector x 1 battery lithium battery power requirement +12v, at/atx power consumption (typical) core? 2 duo/ t7400 2.16 ghz, ddr2 667 1 gb +12v@3.89a board size 5.75 (l) x 4 (w) (146 mm x 101.6 mm) gross weight 0.88 lb (0.4 kg) operating temperature 32f ~ 140f (0c ~ 60c) storage temperature -40f ~ 176f (-40c ~ 80c) operating humidity 0% ~ 90% relative humidity, non-condensing mtbf (hours) 70,000 display supports crt/lcd simultaneous/ dual view displays chipset intel? 945gme integrated memory shared system memory up to 224 mb/ dvmt3.0 resolutions up to 2048 x 1536 for crt      up to 1920 x 1200 for lcd lcd interface up to 24-bit dual-channel lvds  i/o storage eide x 1 (udma 33 for two devices), sata 1.5gb/s x 2, type 2 compactflash?  x 1 serial port rs-232 x 1, rs-232/422/485 (auto flow) x 1 usb usb2.0 x 4 ps/2 port keyboard x 1, mouse x 1 digital i/o supports 8-bit (programmable) audio mic-in, line-in, line-out, cd-in, s/pdif in/out mini pci  proprietary  expansion  ide  com 2 lvds lcd  sata  power jack crt d-sub ps/2 keyboard & mouse mini-din com  (d-sub) lan  usb usb  audio  dio  s/pdif  cpu fan 

 03-10 dimension unit: mm gene-9310 optional accessories 1701100206 ?	 com port cable, 9p db male, length 20cm 1701440500 ?	 ide cable, length 30+20cm 1709100208 ?	 usb cable, length 20cm 1709070500 ?	 sata cable, length 50cm 1709140181 ?	 audio cable, audio jack, length 18cm  1709030150 ?	 spdif cable, length 15cm tf-per-t061-a10 ?	 ecx expansion board, lvds, 2 sata, 4 com,1 usb, rev. a1.0 tf-per-t061-a10-01 ?	 ecx expansion board, dvi, 2 sata, 4 com, 1 usb, rev. a1.0 tf-per-t099-a10 ?	 ecx extension board, lvds, pci-express, 2 com, rev. a1.0 tf-per-t099-a10-01 ?	 ecx extension board, lvds, mini card, 2 com, rev. a1.0  tf-per-t099-a10-02 ?	 ecx extension board, dvi, pci-express, 2 com, rev. a1.0 tf-per-t099-a10-03 ?	 ecx extension board, dvi, mini card, 2 com, rev. a1.0  part number cpu fan/fan - less display lvds storage  lan usb rs-232 rs-232/422/485 expansion slot power temp  tf-gene-9310-a11 intel? celeron? m 1.06 ghz fan  crt + lvds 24b, 2ch eide x 1, sata x 2,  compactflash? x 1 gbe x 1 4 1 1 mini pci x 1 ecx proprietary expansion x 1 +12v/ at/atx 0c ~ 60c  TF-GENE-9310-A11-01 intel? celeron? m 1.06 ghz fanless crt + lvds 24b, 2ch eide x 1, sata x 2,  compactflash? x 1 gbe x 1 4 1 1 mini pci x 1 ecx proprietary expansion x 1 +12v/ at/atx 0c ~ 60c  ordering information (1. 60 ) (8. 40 ) (6. 30 ) (12. 60 ) (12. 90 ) (12. 55 ) (13. 35 ) (17. 30 ) (30. 00 ) 0. 0 0 0. 0 0 2. 7 9 8. 8 9 3. 1 8 21. 3 4 23. 6 2 31. 5 0 35. 5 0 40. 8 5 87. 0 5 92. 4 0 100. 3 3 1. 0 2 8. 8 9 4. 1 9 13. 2 1 14. 3 5 28. 0 2 26. 6 8 43. 6 1 68. 5 8 86. 6 1 99. 0 6 123. 8 3 142. 8 2 142. 4 9 17. 6 9 64. 0 1 77. 0 9 136. 9 1 98. 8 1 98. 3 7 26. 9 2 117. 6 0 21. 5 9 77. 9 8 65. 4 1 60. 5 0 52. 5 8 43. 3 2 5. 9 9 86. 9 4 31. 9 4 81. 0 3 101. 6 0 146. 0 5 75. 8 2 94. 3 6 27. 4 3 98. 5 5 94. 4 9 69. 9 3 89. 9 3 5. 0 8 6. 1 0 12. 1 9 25. 6 7 6. 3 5 18. 3 1 26. 9 2 94. 7 8 98. 8 1 142. 8 2 13. 7 5 1. 2 7 35. 8 5 24. 4 3 23. 8 8 0. 0 0 133. 9 3 95. 2 0 133. 9 3 71. 4 5 108. 7 1 0. 4 3 69. 0 9 34. 3 7 68. 3 3 76. 7 8 68. 2 0 95. 2 0 0. 0 0 8. 8 9 98. 3 7 62. 8 7 4. 7 0 5. 9 7 8. 8 9 3. 2 3 0. 0 0 0. 0 0 128. 0 2 0. 4 3 119. 8 9 0. 5 6 66. 2 4 57. 0 4 16. 8 8 30. 9 9
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