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		  specifications reference information agency certifcation:    csa lr19980    tuv r72081037    ul e29179 physical color: black or white flammability: 94v-0 glow-wire compliant versions available keying to mating part: yes lock to mating part: yes material: polyester pitch: 4.20mm (.165) operating temperature:  -40 to +105c mating cycles:  30 electrical current - max. per contact: 13.0a* voltage:  600v mini-fit ?  tpa plugs and receptacles are ideal for high-vibration and high-current  applications requiring a redundant terminal retention feature mini-fit ?  tpa plugs and receptacles utilize a visible tpa pin that when engaged,  will ensure that the terminal is fully seated in the housing and that the terminal will  not back out of the housing during mating or when in use. mini-fit tpa connectors  also feature an optional connector position assurance (cpa) key, ensuring that the  male and female connectors cannot be accidentally disengaged. the mini-fit tpa  product family accepts all standard mini-fit crimp terminals further reducing design  and qualifcation efforts. also, no additional crimp tooling is needed. mini-fit tpa  products are available in wire-to-wire and wire-to-board confgurations with circuit  sizes ranging from 2-16 and accommodating 16-28 awg wire. mini-fit ?  tpa  (terminal position assurance)  plugs and receptacles 5556, 45750   female terminals 5558, 46012   male terminals 30067  receptacles 30068  plugs 30069  vertical headers 30070  right angle    headers 30072  tpa pegs 30071  cpa key features and benefits ?    tpa lock inserts into plug and receptacle  housings to ensure that terminals are fully  seated and guarantees that the terminals  will not back out ?   optional cpa (connector position  assurance) key prevents accidental  unmating ?   up to 13.0a per pin for increased    current carrying capabilities *  current - 13.0a max. per circuit when header is mated to a receptacle loaded with 45750 series terminals crimped to 16 awg wire. see molex product specifcation ps-45750-001 for additional current derating information connector position assurance, contrasting white tpa/cpa for high visibility cpa key tpa key ?   offered in wire-to-wire and wire-to- board confgurations; headers    available in mounting pegs or    screw-mount fanges ? no new tooling required  ?   glow-wire versions available upon  request

 www.molex.com/ product/power/tpa.html order no. 987650-5331    printed in usa/kc/2011.03 ? 2011, molex mini-fit ?  tpa  (terminal position assurance)  plugs and receptacles 5556, 45750   female terminals 5558, 46012   male terminals 30067  receptacles 30068  plugs 30069  vertical headers 30070  right angle    headers 30072  tpa pegs 30071  cpa key ordering information description series no. female terminals 5556, 45750 male terminals 5558, 46012 receptacles 30067 plugs 30068 vertical headers 30069 right angle headers 30070 tpa pegs 30072 cpa key 30071 applications ? high-vibration ? industrial equipment  ? white goods ? automotive/transportation ? non-automotive transportation  ? marine and recreational ?   military cots       (commercial off-the-shelf) ? vending ? solar ? lighting ? medical  
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