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		  Datasheet File OCR Text:


		  meritek nonflame wirewound resistors nknp (non-inductive type) knp (standard type) f eatures ? high heat dissipation :  s mall linear temperature coefficient ? i nstant overload capability ; l ow noise figure and without annual shift in resistance value ? c omplete flameproof construction  ul-1412   p art n umbering s ystems  knp    1w - 103  j  tr meritek series             power rating  code  ?w 1ws  1w   2ws  2w     0.5w  1w 1w 2w  2w          resistance first 2 dig its are significant  3 rd  digit is multiplier  r indicates decimal value below 10 ohm        tolerance  code  j  (%)   5      tr: tape & reel  b:    bulk  d imensions s tyle d imentions ( mm ) normal miniature l d h d v alue r ange knp-1/2w knp-1w s 9.0 0.5   3.2 0.5 26 2.0 0.65 0.03  0.1 ~50   knp-1w  knp-2w s 11.5 1.0  4.5 0.5  35 2.0  0.78 0.03  0.1 ~100   knp-2w knp-3w s 15.5 1.0 5.0 0.5 32 2.0 0.78 0.03 0.1 ~330 knp-3w  knp-5w s 16.5 1.0  6.0 0.5  32 2.0  0.78 0.03  0.1 ~200   knp-5w knp-7w s 24.0 1.0 8.0 0.5 38 2.0 0.78 0.03 0.5 ~300 knp-7w  knp-8w s 30.0 1.0  8.0 0.5  38 2.0  0.78 0.03  0.5 ~300   knp-8w knp-9w s 40.0 1.0 8.0 0.5 38 2.0 0.78 0.03 1 ~1.5k knp-9w  knp-10w s 47.0 1.0  8.0 0.5  38 2.0  0.78 0.03  1 ~1.5k   knp-10w   49.0 1.0 9.0 0.5 38 2.0 1.0 0.03  1 ~3.3k   value r ange for standard resistance , below or over this resistance on request 2. non- inductive type up 50 only e lectrical  characteristics s tyle knp-1/2w  knp-1ws  knp-1w  knp-2ws  knp-2w  knp-3ws  knp3w knp-5ws  knp-5w  knp-7ws  kpn-7w  knp-8ws  knp-8w  knp-9ws  knp-9w  knp-10ws  knp-10w  power rating at 70 o c 0.5w 1w 2w 3w 5w 7w 8w 9w 10w operating temp. range -55 o c to + 155 o c resista nce temp. coeff. 4 00ppm/ o c dielectric withstanding  v olt 300v 300v 400v 400v 500v 500v 500v 800v 1000v p erformance short time overload  2%+0.05   insulation resistance  > 100m    load life  5%+0.05 load life  i n humidity 5%+0.05 solder ability 95% min. coverage  terminal strength  tensile: 2.5kg  s pecifications are subject to change without notice.                                                                                                                                               rev.6 a 
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