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		  Datasheet File OCR Text:


		  wound inductor smd wound inductors smd sales action desk sales fax line (01793) 611777 (01793) 611666 e-mail sales@megelec.co.uk type 3613/ msm45 series specially developed for automatic mounting these modern 18:12 inductors are offered in two series.  the a type ~ a standard part which is available from farnell electronic components, and the newer msm45 types ~ a lower cost version with extended temperature range and value limits.  the msm45 series are available via distribution from the arrow catalogue. key features specification ?  attractively priced ?  0.1h to 1000h inductance range ?  small size - 4.5 x 3.2mm ?  temperature range -20c to +100c ?  taped to iec 286 pt 3 ?  suitable for dip and wave solder ?  insulation 1000m w w w w w  minimum ?  available from stock (type a) 18:12 moulded chip winding electrical  - 3613a (standard range) inductance code r22 r27 r33 r39 r47 r56 r68 r82 1r0 1r2 1r5 1r8 2r2 2r7 3r3 3r9 4r7 5r6 6r8 8r2 100 120 150 180 220 270 330 390 470 560 680 820 101 121 151 181 221 rdc max ( w w w w w ) 0.15 0.15 0.16 0.18 0.19 0.21 0.22 0.24 0.27 0.30 0.33 0.36 0.40 0.45 0.48 0.52 0.57 0.63 0.69 0.76 0.84 1.30 1.50 1.60 1.70 2.00 2.20 2.40 2.70 3.90 4.30 4.90 5.60 9.20 10.60 12.00 13.70 idc (ma) max 710 710 670 650 620 600 580 560 530 500 480 460 430 410 400 380 360 350 330 310 300 230 220 210 200 190 180 170 160 130 125 120 110 85 80 75 70 tolerance (  % ) 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 inductance (  h ) 0.22 0.27 0.33 0.39 0.47 0.56 0.68 0.82 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10 12 15 18 22 27 33 39 47 56 68 82 100 120 150 180 220 q min 40 40 40 40 50 50 50 50 50 50 50 50 50 50 50 50 50 50 40 40 40 40 40 40 40 40 40 40 40 40 40 50 50 50 50 50 50 lq test freq. (mhz) 25.2 25.2 25.2 25.2 25.2 25.2 25.2 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 0.796 0.796 0.796 0.796 0.796 0.796 s.r.f. (mhz) min. 150 150 150 150 150 150 130 110 100 80 70 60 55 50 45 40 35 30 25 23 20 19 18 17 16 15 14 13 12 11 9.5 9.0 8.5 7.0 6.0 5.5 5.0

 wound inductors smd meggitt sigma components electronic meggitt specification how to order electrical ~ msm45 package (economy range) 3613a 1r5 m 3613a - standard part msm45 - economy version value code (see table) m -  20% k -  10% dimensions 18:12 moulded chip winding 3613a 0.7 4.2 0.3 3.2 0.2 1.1 3.2 0.2 0.7 4.5 0.3 msm45 1.0 4.20.2 3.20.2 1.2 3.20.2 1.0 4.50.3 1.5 1.5 4.0 3.0 recommended land pattern nb the msm45 series was formerly the meggitt citec 3613c series and sigma sm45 series. common part inductance code tolerance inductance code r10 r12 r15 r18 r22 r27 r33 r39 r47 r56 r68 r82 1r0 1r2 1r5 1r8 2r2 2r7 3r3 3r9 4r7 5r6 6r8 8r2 100 120 150 180 220 270 330 390 470 560 680 820 101 121 151 181 221 271 331 391 471 561 681 821 102 rdc max ( w w w w w ) 0.18 0.20 0.22 0.24 0.25 0.26 0.28 0.30 0.32 0.36 0.40 0.45 0.50 0.55 0.60 0.65 0.70 0.75 0.80 0.90 1.00 1.10 1.20 1.40 1.60 2.00 2.50 2.80 3.20 3.60 4.00 4.50 5.00 5.50 6.00 7.00 8.00 8.00 9.00 9.50 10.0 12.0 14.0 18.0 26.0 30.0 30.0 35.0 40.0 idc (ma) max 800 770 730 700 665 635 605 575 545 520 500 475 450 430 410 390 380 370 355 330 315 300 285 270 250 225 200 190 180 170 160 150 140 135 130 120 110 110 105 102 100 92 85 80 62 50 50 30 30 tolerance (  % ) 20 20 20 20 20 20 20 20 20 20 20 20 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 inductance (  h ) 0.10 0.12 0.15 0.18 0.22 0.27 0.33 0.39 0.47 0.56 0.68 0.82 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100 120 150 180 220 270 330 390 470 560 680 820 1000 q min 35 35 35 35 40 40 40 40 40 40 40 40 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 40 40 40 40 40 40 40 40 40 40 40 40 40 lq test freq. (mhz) 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 0.796 0.796 0.796 0.796 0.796 0.796 0.796 0.796 0.796 0.796 0.796 0.796 0.252 s.r.f. (mhz) min. 300 280 250 220 200 180 165 150 145 140 135 130 100 80 70 60 55 50 45 40 35 33 27 25 20 18 17 15 13 12 11 10 10 9.0 9.0 8.0 8.0 6.0 5.0 5.0 4.0 4.0 3.5 3.0 3.0 3.0 3.0 2.5 2.5
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