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		  Datasheet File OCR Text:


		   82 10/02 long-life grade capacitors applications  general industrial electronics  professional power supplies features  high reliability, extremely good electrical characteristics  high  cu  product, i. e. extremely compact  high ripple current capability  all-welded construction ensures reliable electrical contact  version with low-inductance design available construction  charge-discharge proof, polar  aluminum case with insulating sleeve  poles with screw terminal connections  mounting with ring clips, clamps or threaded stud  the bases of types with threaded stud are not insulated kal0567-b b41560  b41580 b41560 capacitors with screw terminals b41580 compact    105 c b41560, b41580

  83 10/02 compact  e  105 c b41560 / b41580 specifications and characteristics in brief ripple current capability due to the ripple current capability of the contact elements, the following current upper limits must not be exceeded: rated voltage  u r surge voltage  u s 25    100 vdc 1,15     u r rated capacitance  c r capacitance tolerance 1 500    330 000                                                           ?                                                ?                                                                ?   ?      +

  84 10/02 compact  e  105 c b41560 / b41580 dimensional drawings type b41560 type b41580 ring clip/clamp mounting threaded stud mounting positive pole marking:  +                                                                                                                                                                                               

  85 10/02 compact  e  105 c b41560 / b41580 special designs  low-inductance design ordering code:  accessories the following items are included in the delivery package, but are not fastened to the capacitors: the following must be ordered separately: ring clips b44030 (cf. page 169) clamps for capacitors with  d                                                    

  86 10/02 compact  e  105 c b41560 / b41580 overview of available types the capacitance and voltage ratings listed above are available in different cases upon request. other voltage and capacitance ratings are also available upon request. u r  (vdc) 25 40 63 100 c r  (                                                                                                                                                  

  87 10/02 compact  e  105 c b41560 / b41580 technical data and ordering codes u r vdc c r 100 hz 20  ? c                  ?        ?                                                                                                                                                                                                                                                                                                                                                  

  88 10/02 compact  e  105 c b41560 / b41580 100 1 500 35,7                                                                                                                             ?        ?                                        

  89 10/02 compact  e  105 c b41560 / b41580 useful life depending on ambient temperature  t a  under ripple current operating conditions 1)   frequency factor of permissible ripple current  i ~ versus frequency  f 25 000 h 12 000 h 3 000 h 0,5 250 000 h 100 000 h 50 000 h 110 40 0 50 60 90 70 80 100 a ? c t 2,5 1,5 1,0 2,0 3,5 3,0 kal0532-i b41560/580 r                                                   

  90 10/02 compact  e  105 c b41560 / b41580 frequency characteristics of  esr typical behavior impedance  z versus frequency  f typical behavior at 20 ? c kal0687-w 0,6 f 10 1 hz 2 10 3 10 4 10 55 abcde 0,7 0,8 0,9 1,0 1,1 1,2 1,3 1,5 b41560/580 esr 100 hz esr f d  (mm) 35,7 51,6 64,3 76,9                                      ?   
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