

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ITQX20H			KRA759U			MC73110			HMPSA94			DFB2560			5053T			FSB208			LA73B			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				2882 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  p o m o n a ?     all dimensions are in inches. tolerances (except noted): .xx = .02   ( , 5 1  m m ) ,  . x x x  =    . 0 0 5   ( , 1 2 7  m m ) .  all specifications are to the latest revisions. specifications are subject to change without notice.  registered trademarks are the property of their respective companies.    made in usa   6/9/99   sy/eh/ls  more drawings a vailable at www.pomonaelectronics.com  w: \ pomona \ grponly \ datasheet updates \ updates 2005 \ d2882_1_02.doc  page  1   of    1     model 2882  bnc (male) to stacking  pin tip plugs  features :    cable interfaces a bnc based instrument to  pin tip jacks.    shielding from bnc to the pin tip breakout  area reduces the effect of signal leakage or  noise interference.    pin tip plugs are vertically stackable for  added test versatility.    pin tip plu g and spring are gold plated for low  contact resistance to ensure signal integrity.    bnc connector center contact is gold plated  and the dielectric is ptfe for superior  performance.    schematic: red pin tip plug to bnc center  contact, black pin tip plug to bn c shell.   materials:  bnc: body   brass, tarnish resistant                        center contact: brass, gold plated                        dielectric: ptfe  cable: rg58c/u, 50 ohm impedance, capacitance:  3 0 . 8  p f / f t . ,  . 1 9 5   ( 5 . 0 m m )  o . d .  n o m .  c o l o r :  b l a c k .  mark ing: pomona 2882 - c - xx       molded breakout: pvc molded to the coaxial cable  and breakout leads. color: black  b r e a k o u t  l e a d s :  2 0  a w g ,  4 1  x  3 6  t . c . ,  . 0 8 7   (2,21mm) o.d. color matches pin tip plug  pin tip plugs: body   brass, gold plated                        spring: beryllium copper, gold plated                       insulation: polypropylene, molded to  the pin tip body and wire. color: one black, one red.  rating:  operating voltage: hand - held testing:                                        30vac/60vdc max.                   hands free testing in controlled voltage  environments: 500 vrms  operating temperature: +50c (+122f )   ordering information:  model 2882 - c - xx  x x  =  l e n g t h  i n  i n c h e s ,  s t a n d a r d  l e n g t h s :  6 0   (152.40cm)  ordering ex: 2882 - c - 60 , cable length is  60  inche s  long excluding the bnc connector, molded breakout,  and pin tip plugs & leads.   additional lengths can be quoted upon request. 
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