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		  Datasheet File OCR Text:


		  specification ts-3000-112 ts-3000 -124 ts-3000 -148 ts-3000 -212 ts-3000 -224 ts-3000 -248 200 / 220 / 230 / 240vac  selectable by setting button s.w 50 0.1hz     50/60hz selectable by setting button s.w 150a 24v 21 ~ 30vdc 90% 75a 48v 42 ~ 60vdc 91% 150a 24v 21 ~ 30vdc 91% 75a 48v 42 ~ 60vdc 92% model maximum output power (typ.) waveform output frequency ac regulation (typ.) front panel indicator saving mode (typ.) no load dissipation (typ.) bat. voltage voltage range (typ.) note.3,6 efficiency (typ.) note.1 dc current (typ.) note.4 input input protection battery output fuse safety & emc bat. low alarm note.6 bat. low shutdown note.6 over temperature output short reverse polarity gfci proctection 100 / 110 / 115 / 120vac  selectable by setting button s.w 3450w for 180 sec. / 4500w for 10 sec. / surge power 6000w for 30 cycles true sine wave (thd ac output receptacle (optional) unit:mm mechanical specification derating curve 12:12vdc 24:24vdc bat. voltage: 48:48vdc 1:110vac 2:230vac output: o/p wattage:3000w 3000 112 a curve 1 ambient  temperature ( ) 0 10 20 30 40 50 60 70 20 40 60 80 100 load (%) curve 2 battery input  voltage (v) 10.5vdc 11.5vdc 15vdc 20 40 60 80 100 (horizontal) load (%) 122.44 161.84 100 31.6 reverse polarity will damage the unit. neg pos direction air flow direction air flow 273 34 12 283.5 286.2 90.3 466.8 46 7 7.5 ac output fg nc l nc n on bat low saving setting remote port inverter load 100 battery 0 100 0 c i r c u i t b r e a k e r p r e s s t o r e s e t ac  output on off 31.29 13 ac  output on bat low saving setting remote port inverter load 100 battery 0 100 0 c i r c u i t b r e a k e r p r e s s t o r e s e t on off 31.29 13 chassis ground cat.no.(1gg1hs-212) wire range(10-4 awg str cu soldered wires) torque (17.7-26.5 in lb) chassis ground cat.no.(1gg1hs-212) wire range(10-4 awg str cu soldered wires) torque (17.7-26.5 in lb) ac receptacle ac receptacle a :type a outlet b :type b  outlet c :type c  outlet d :type d  outlet e :type e  outlet f :type f  outlet g :type g  terminal type-a receptacle type country certificate type-b type-c type-d type-e type-f usa europe australia u.k japan gfci e 13 e e 13 13 type-g (terminal only) ----- (expect for 48v input) 3000w true sine wave dc-ac inverter t s - 3 0 0 0 s e r i e s file name:ts-3000-spec   2011- 12-21 type-a note: when the load current is >15a, must use output terminal connection which can be found inside the ac output panel of the inverter. type-b ts:true sine wave inverter ts
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