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		  Datasheet File OCR Text:


		  mx07 b-5 b 2.00 to 2.50mm (.079 to .098") pitch pcb and wire connectors 2.00mm (.079") pitch milli-grid ? crimp terminal 50394 features and benefts  	 early 	 entry	terminal	design	for	superior	contact reference information product	specification:	ps-51110-001 packaging:	reel	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	0.50mm	square	pins use	with:	51110	 designed	in:	millimeters	 electrical voltage: 	125v current: awg 24 26 28 30 2.0a 1.5a 1.0a 0.5a contact	resistance:	40	milliohms	max. dielectric	withstanding	 voltage:	500v insulation	resistance:	1000	megohms	min. mechanical contact	insertion	force:	9.8n	max. mating	force:	1.96n	per	circuit	max. unmating	force:	0.392n	per	circuit	min.	 physical contact:	phosphor	bronze plating:	see	 table operating	 temperature:	-40	to	+105?c wire	range:	26	to	30	 awg insulation	range:	1.40mm	dia.	max.	 order no.  awg  plating  lead-free 50394-805 1 26	-	30 15 m "	min.	selective	gold	 yes 50394-805 2 30 m "	min.	selective	gold www.molex.com/product/milligrid.htm l 2.00mm (.079") pitch  milli-grid ?   crimp housing 51110 features and benefts  	 sizes 	4	to	32	circuits	  	 front 	latches	for	added	retention	forces	 	 after	mating	  	 options 	include	center	polarization	key	and	 	 front	latches	version	(14	to	32	circuits	only),	 	 center	polarization	key	only	(8	to	12	circuits)	 reference information  product	specification:	ps-51110	 packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	87831,	87832,	87833,	87858,	87859,	87760	 use	with:	50394	 designed	in:	millimeters	 physical  housing:	black	glass-filled	 polyester,	ul	 94v-0	 operating	 temperature:	-40	to	+105?c	 circuits order no. plain  with polarization keys 		4	 51110-045 0 51110-046 0 		6	 51110-065 0 51110-066 0 		8	 51110-085 0 51110-086 0 10	 51110-105 0 51110-106 0 12	 51110-125 0 51110-126 0 14	 51110-145 0 51110-145 1 16	 51110-165 0 51110-165 1 18	 51110-185 0 51110-185 1 circuits order no. plain  with polarization keys 20	 51110-205 0 51110-205 1 22	 51110-225 0 51110-225 1 24	 51110-245 0 51110-245 1 26	 51110-265 0 51110-265 1 28	 51110-285 0 51110-285 1 30	 51110-305 0 51110-305 1 32 51110-325 0 51110-325 1
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