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		  Datasheet File OCR Text:


		  intel? atom? processor   com x 2, usb x 4   gigabit ethernet x 2   parallel x 1   vga output   at power mode   compact embedded controller with intel? atom?  low power processor aec-6420 ethernet x 2 dc  power in usb port x 4 com vga printer line-out line-in mic hdd led system led power switch cpu intel? atom? n270 processor, 1.6 ghz chipset intel? 945gse + ich7m system memory ddr2 sdram sodimm x 1, max. 2 gb display  interface vga db-15 x 1, shared system memory up to 224mb/ dvmt 3.0  dvi  others  storage device ssd  hdd 2.5" sata 1.5gb/s /ide slim hard disk drive bay x 1 (optional) network  lan gigabit ethernet, rj-45 x 2 wireless  front i/o usb port   lan  serial port  dio  audio  kb/ms  others power switch x 1, print port  x 1 rear i/o usb port  usb2.0 x 4 lan rj-45 x 2 serial port rs-232 x 1, rs-232/422/485 x 1 dio  audio line-in/line-out/mic-in x 1 kb/ms  others vga x 1, power inlet x 1 expansion pcie [x1]  pci  mini card  mini pci  others  indicator front power led x 1, hard disk drive led x 1 rear  power requirement dc input 8.5~19v power consumption intel? atom? n270, 1.05a @dc 19v system cooling  passive cooling mounting wallmount operating temperature ambient with airflow 32f ~ 122f (0c ~ 50c)  no airflow  32f ~ 113f (0c ~ 45c)  storage temperature -4f ~ 158f (-20c ~ 70c) anti-vibration 3 g rms / 5 ~ 500hz / operation C compactflash? or ssd anti-shock 50 g peak acceleration (11 msec. duration) C compactflash? or ssd mtbf 50,000 certification emc ce /fcc class a safety  dimension (w x h x d) 7.1(w) x 2.6(h) 4.7(d) (180mm x 119mm x 66mm) note: all specifications are subject to change without notice. 10-17 10 features specifications boxer lite series - fanless embedded controller solutions

 gross weight 6.16 lb (2.8 kg) note windows? xp embedded, windows? xp pro, windows? ce .net,  windows? vista aec-6420 TF-AEC-6420-A1-1010 ?	 embedded controller, intel? atom? 1.6 ghz, fanless, dc 8.5 ~ 19v, 512 mb ram, dual lan, lpt, vga, 2  com, 4 usb, vga  ordering information optional accessories 1757306004 ?	 power adapter, ac 100/240v, dc 12v/5a output, 60w, with lock 9741642003   ?	 sata hdd assy kit, for aec-6420-a1 1702031802 ?	 power cord (us type) 1702031803 ?	 power cord (european type) 170203180e ?	 power cord (japanese type) 10-18 dimension unit: mm
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