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		  Datasheet File OCR Text:


		    component general inc.  2445 success drive odessa, fl 33556 phone: 727-376-6655 or 800-246-4084 __ coaxial n maleterminations  _ mechanical specifications connector: brass, nickel plated.  insulator: ptfe, virgin grade.  impedance: 50  . high power coaxial n male terminations product selection chart p/n power avg. power peak length width cft-2 nm 2 w  1.5 kw. 1.600" 0.800" cft-5 nm 5 w  2 kw. 1.700" 0.800" cft-10 nm 10 w  2 kw. 2.500" 0.065" cft-15 nm 15 w  2 kw. 2.550" 1.250" cft-35 nm 35 w  3 kw. 2.200" 1.650" cft-100 nm 100 w  n/a 6.250" 6.000" cht-150 nm 150 w  n/a 2.361" 2.000" cht-200 nm 200 w  n/a 3.750" 1.000" cht-200-1 nm 200 w  n/a 2.375" 1.000" cht-200-3 nm 200 w  n/a 3.750" 1.000" cht-250 nm 150 w  n/a 2.361" 2.000" cht-250-1 nm 250 w  n/a 2.100" 1.500" cht-300 nm 300 w  n/a 3.400" 1.625"  

 p/n:cft-2 nm  coaxial n series  part dimensions   mechanical specifications connector: brass, nickel plated.  contact: brass, gold plated.  housing: brass, nickel plated.  insulator: ptfe, virgin grade.  weight: 63.0 grams.    electrical specifications average power: 2 w.  frequency range:        vswr (max.): dc - 6.0 ghz                        1.15:1 6.0 - 12.4 ghz                      1.20:1 peak power: 1.5 kw.  impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft - 5 nm  coaxial terminations  part dimensions   mechanical specifications connector: brass, nickel plated.  contact: brass, gold plated .  housing: aluminum, black anodized.  insulator: ptfe, virgin grade.  weight: 46.0 grams.  electrical specifications average power: 5 w. frequency range:        vswr (max.): dc - 6.0 ghz                        1.20:1  6.0 - 12.4 ghz                      1.30:1  peak power: 2.0 k w. impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft - 10 nm  coaxial terminations  part dimensions   mechanical specifications connector: brass, nickel plated.  contact: brass, silver plated .  housing: aluminum, black anodized.  insulator: ptfe, virgin grade.  weight: 72.0 grams.  electrical specifications average power: 10 w. frequency range:        vswr (max.): dc - 6.0 ghz                        1.20:1  6.0 - 12.4 ghz                      1.30:1  peak power: 2.0 k w. impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft - 15 nm  coaxial terminations  part dimensions   mechanical specifications connector: brass, nickel plated.  contact: brass, silver plated .  housing: aluminum, black anodized.  insulator: ptfe, virgin grade.  weight: 85.0 grams.  electrical specifications average power: 15 w. frequency range:        vswr (max.): dc - 6.0 ghz                        1.20:1  6.0 - 12.4 ghz                      1.30:1  peak power: 2.0 k w. impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft - 35 nm  coaxial terminations  part dimensions   mechanical specifications connector: brass, nickel plated.  contact: brass, silver plated .  housing: aluminum, black anodized.  insulator: ptfe, virgin grade.  weight: 110.0 grams.  electrical specifications average power: 35 w. frequency range:        vswr (max.): dc - 2.0 ghz                        1.15:1  2.0 - 4.0 ghz                       1.20:1  peak power: 2.0 k w. impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft - 100 nm  coaxial terminations  part dimensions mechanical specifications connector: brass, nickel plated.  contact: brass, silver plated .  heat sink: aluminum, black anodized.  housing: aluminum, black anodized.  insulator: ptfe, virgin grade.  electrical specifications power: 100 w. frequency range:        vswr (max.): dc - 1.0 ghz                       1.08:1  1.0 - 2.0 ghz                       1.15:1  impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht - 150 nm  coaxial terminations  part dimensions   mechanical specifications contact: beryllium copper, silver plated.  connector: brass, nickel plated.  housing: copper, nickel plated.  insulator: ptfe, virgin grade electrical specifications power: 150 w. frequency range:        vswr (max.): dc - 1.0 ghz                        1.15:1  1.0 - 2.0 ghz                        1.40:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht - 200 nm  coaxial terminations  part dimensions     note: mounting hole spacing can be altered to meet your needs.  mechanical specifications cover: aluminum, clear iridited .  connector: brass, nickel plated.  housing: copper, bare .  insulator: ptfe, virgin grade.  electrical specifications power : 200 w on adequate  heat sink. frequency range:        vswr (max.): dc - 1.0 ghz                        1.08:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht - 200-1 nm  coaxial terminations  part dimensions     note: mounting hole spacing can be altered to meet your needs.  mechanical specifications cover: aluminum, gold iridited .  connector: brass, nickel plated.  housing: copper, bare .  insulator: ptfe, virgin grade.  electrical specifications power: 200 w on adequate  heat sink. frequency range:        vswr (max.): dc - 1.0 ghz                        1.08:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht - 250 nm  coaxial terminations  part dimensions   mechanical specifications contact: beryllium copper, silver plated..  connector: brass, nickel plated.  housing: copper, nickel plated.  insulator: ptfe, virgin grade.  electrical specifications power: 150 w. frequency range:        vswr (max.): dc - 200 mhz                        1.15:1  200 - 400 mhz                       1.25:1  400 - 800 mhz                       1.30:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht - 250-1 nm  coaxial terminations  part dimensions     note: mounting hole spacing can be altered to meet your needs.  mechanical specifications cover: copper, nickel plated.  connector: brass, nickel plated.  housing: copper, nickel plated.  insulator: ptfe, virgin grade.  electrical specifications power: 250 w on adequate  heat sink. frequency range:        vswr (max.): dc - 1.0 ghz                        1.10:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht - 300 nm  coaxial terminations  part dimensions mechanical specifications cover: aluminum, black anodized .  connector: brass, nickel plated.  housing: copper, bare .  insulator: ptfe, virgin grade.    note: mounting hole spacing can be altered to  meet your needs.  electrical specifications power: 250 w on adequate  heat sink. frequency range:        vswr (max.): dc - 1.0 ghz                        1.10:1  return loss: -26 db (standard)  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  
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