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		  Datasheet File OCR Text:


		      sm22t~SM210T  20v to 100 v  2.0 amp surface mount schottky barrier rectifiers   elektronische bauelemente    12-jan-2011 rev. a  page 1 of 2   http://www.secosgmbh.com/  any changes of specification will not be informed individually. ? ? cathode  ? ? anode  rohs compliant product   a suffix of ?-c? specifies and halogen-free     features  ?   schottky barrier rectifier  ?   guardring protection  ?   low forward voltage  ?   reverse energy tested  ?   high current capability  ?   extremely low thermal resistance    mechanical data  ?   case: sod-123t molded plastic body  ?   polarity: color band denotes cathode end  ?   mounting position: any      package information   package mpq leadersize  sod-123t 3k  7? inch      marking code  part number  marking code  part number  marking code  sm22t s22 sm26t s26  sm23t s23 sm28t s28  sm24t s24 sm29t s29  sm25t s25 SM210T s2a    maximum ratings  (t a  = 25c unless otherwise specified.)  parameter  symbol  part number   units  test  conditions   sm  22t  sm 23t sm 24t sm 25t sm 26t sm 28t sm 29t sm  210t  recurrent peak  reverse voltage (max.)  v rrm  20 30 40 50 60 80 90 100 v   rms voltage (max.)  v rms  14 21 28 35 42 56 63 70  v   reverse voltage (max.)  v r  20 30 40 50 60 80 90 100 v   forward voltage (max.)  v f  0.50 0.75  0.85 v i fm =2.0a (note 1)  forward  rectified current (max.)  i f(av)  2  a  t l =90  c   peak forward surge current  i fsm  50  a  8.3ms single half  sine-wave  superimposed on  rated load (jedec  method)  reverse current (max.)  i r   0.4 0.03  ma  t j =25  c   10 5  t j =125  c   thermal resistance (max.)  r ? jl   28  c/w  junction to lead  operating temperature  range  t j   -55 ~ 125  c    storage temperature range  t stg   -55 ~ 150  c    note:  1.   pulse  test  pulse width 300 ? s, duty cycle 1%    sod-123t e f b c d a g h i j ref. millimete r   ref.  millimete r min. max.  min. max. a 2.70 2.90  f 0.70 0.90 b 1.75 1.95 g 0.75 0.85 c 0.90 1.00  h 0.75 0.85 d 3.60 3.80  i  1.28 1.32 e 0.20 typ. j 1.08 1.12  www.datasheet.net/  datasheet pdf - http://www..co.kr/
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