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		  features n output regulation  nmf series  isolated 1w regulated single output dc-dc converters c&d technologies (ncl) ltd t anners drive, blakelands north milton keynes mk14 5bu, england t el: +44 (0)1908 615232  fax:+44 (0)1908 617545 email: info@cdtechno-ncl.com www: http://www.dc-dc.com c&d technologies (ncl), inc.  5816 creedmoor road, raleigh nc 27612, usa t el: +1 (919) 571-9405 fax: +1 (919) 571-9262 email: info@us.cdtechno-ncl.com c&d technologies (ncl) limited reserve the right to alter or improve the specification, internal design or manufacturing process at any time, without notice. please check with your supplier or visit our web site to ensure that you have the cur r ent and complete specification for your product before use. ?c&d technologies (ncl) limited 2001 ndc nmf.3 no part of this publication may be copied, transmitted or stored in a r etrieval system or reproduced in any way including, but not limited to, photography, photocopy, magnetic or other recording means, without prior written permission from c&d technologies (ncl) limited. instructions for use are available from www.dc-dc.com isolation characteristics performance characteristics general characteristics temperature characteristics pin connections parameter conditions min typ max units isolation test voltage flash tested for 1 second 1000 vdc resistance v iso=500vdc 0.1 g w parameter conditions min typ max units switching frequency all input types 80 khz mechanical dimensions parameter conditions min typ max units specification all output types 0 70 ? storage ?5 150 ? cooling free air convection 14 pin dip pin 1 gnd 9 +v reg 10 ctrl 11 0v 14 v in 7 pin sip pin 1 v in 2 gnd 4 0v 5 ctrl 6 +v reg * 7.70 for 48v input variants ** 7.50 for 48v input variants all dimensions in mm xx.xx ?.25mm. all pins on a 2.54mm pitch and within ?.25mm of true position. temperature derating graph 2.0 1.5 1.0 0.5 0 ?0 0 50 70 100 125 150 ambient temperature (?) safe operating area 1 9.50 9. 80 6.80* 12.70 7.62 0.50?.05 0.50?.05 0.50?.05 7.62 1 4 pin dip weight: 2.9g nmf1205d yyww 0.25?.05 0.25?.05 911 10 14 1 7 pin sip weight: 2.3g 4.10 1 9.50 6.0 0** 10.0 2.00 1 .25 1 2.70 2.54 nmf1212s yyww 1 2 5 64 4.10
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