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		  Datasheet File OCR Text:


		  r 0 . 5 6.0 0.25 2.54 hdk 1 vent hole 6 0.15 2 3 0.8 10.3 5 4 2.54 3.15 7.0 0.8 index pressure inlet hole  1.0  3.0 pressure port 7.0 c0.5 3.15 0.4 2.54 hdk 1 vent hole 6 4.0 2 3 10.16 5 4 0.5 2.54 1.4 0.25 (0  15 b ) 7.0 index pressure inlet hole  1.0  3.15 pressure port 6.0 r 0 . 5 7.0 c0.5 r 0. 5 4.0 6.0 1.4 2.54 hdk 2.54 1 vent hole 6 0.4 2 3 10.16 5 4 3.15 7.0 0.5 index pressure inlet hole  1.0  3.15 pressure port 7.0 0.25 (0  15 b ) c0.5   model no. HPD-40GF  our pressure sensor which applied piezo-resistive effe ct on mems technology as a core, has been mass-produced  and shipped more than 40 milli on pieces since 1993. we have  gained high reputation for l ong-nurtured piezo resistor  technology as sensor of high  performance and high reliability.       application  electronic bl ood pressure meter, medical equ ipment, industrial measurement,  industrial air-conditioning equipment     outline dimension  s type                                h type                                  l type                                  basic specification                                            pressure sensor   hokuriku  ??? 2012.7.30  maximum rating item unit remark pressure type pressure media maximum applicable pressure kpa maximum drive current ma operating temperature range  storageg temperature range  min. typ. max. rated pressure 0 - 40 kpa drive current - 1 - ma bridge resistance - 5 - k ? offset voltage -10 - 10 mv span voltage 60 75 90 mv pressure linearity -0.15 - 0.15 %fs pressure hystersis -0.3 - 0.3 %fs offset voltage temperature characteristics -5 - 5 %fs 0~50  span voltage temperature characteristics -2 - 2 %fs 0~50  -5    +50 rating gauge pressure non-corrosive gas 2  rated pressure 3ma  dc item rating unit remark -20    +70 electrical characteristics (icc=1.5ma, ta=25  ) * specifications are subject to change without notice  
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