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		  Datasheet File OCR Text:


		            all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xx x =  .005? (,127 mm).   all specifications are to the latest revisions. specifications are subject to change without notice.   registered trademarks are the property of their respective companies.    made in usa     7/3/02  sy/eh/ls   pomona access   90808    (800) 444 - 6785 or ( 4 2 5 )  4 4 6 - 6 0 1 0   last saved by  laura goldberg   more drawings available at www.pomonaelectronics.com   c: \ laura goldberg \ flukedatasheet \ d5952A_1_02.doc          page 1 of 1   model 5952A    adjustable tip test probe set    sales:  8 0 0 - 4 9 0 - 2 3 6 1    fax:  8 8 8 - 4 0 3 - 3 3 6 0   technical  assistance: 800 - 241 - 2060                             features:      slim retractable probe fully insulated to within 1/8? (3,18) of tip      needle point tip adjusts to desired length from 0 - 3? (0 - 76mm)      stainless steel needle point easily pierces varnish and thin insulation      tip can be re - pointed if necessary      multi - stacking banana plug molded directly on the wire       banana plug spring is nickel plated beryllium copper for long insertion life      4 foot test lead wire is silicone insulated for high temperature resistance.  also remai ns flexible at low           temperature.     materials:   probe body  ?  polypropylene and pvc, color: one black, one red.                        tip: stainless steel   wire: 20 awg, silicone insulation     ratings:   operating voltage: 30vac/60vdc   current: 3 amperes     ord ering information:  model 5952A  ?  (includes a set of one black and one red test lead).   
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