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		  Datasheet File OCR Text:


		  www.pomonaelectronics.com 16 insulated banana    plug and jack    with flexible boot,   solder or crimp 5169/5170 boots 5167/5168 jacks model# accepts wire  awg type mates with... 5167-* 22, 20, 18 jack plug 5169 5168-* 16, 14 plug 5170 5169-* 22, 20, 18 plug jack 5167 5170-* 16, 14 jack 5168 ideal for making patch cords or field repairs.  snap-on flexible pvc boot allows wire to be  crimped or soldered to banana plug or jack. fits standard 0.166in (4.22mm) dia. banana jack. material:  boot:  banana plug body:  brass;  spring:  beryllium copper;  finish:  nickel plating;  jack: nickel plated brass. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages exceed  33 vrms/70 vdc. maximum voltage for  hands  free use : 5000 vdc. do not use on circuits where  transient stresses can exceed the rated voltage.  15a, +122?f (+50?c,) max. *std. colors:  -0 black, -2 red. banana plug with    screw and soldering    lug 0.56in   (14.22mm) 0.97in (24.63mm) model# thread 3265 6-32 x 0.25in (6.35mm) 3266 8-32 x 0.25in (6.35mm)  fits standard 0.166in (4.22mm) dia. banana jack. material:  banana plug body:  brass;  spring:   beryllium copper;  finish:  nickel plating. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages    exceed 33 vrms/70 vdc. maximum voltage for  hands free use : 5000 vdc. do not use on circuits  where transient stresses can exceed the rated  voltage.  15a. sold unassembled, in pkgs. of 10. 0.75in   (19mm) 1.34in (34mm) model# 72918 4mm plug with threaded m3 stud, 2 nuts;  12mm (0.5in) stud length. sold unassembled, in pkgs. of 10. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum voltage  for  hands free use : 5000 vdc. do not use on  circuits where transient stresses can exceed  the rated voltage.  36a. 4mm banana plug with    threaded m3 stud panel mount iec61010    banana jacks for    sheathed plugs model# color terminal 72912-0 black threaded stud 72912-2 red 72913-0  black solder tab 72913-2 red 72930* threaded stud,  hexagonal nut material:  gold-plated nickel    (72912 and 72913). rating:  1000v cat iii, 36a max. *std. colors:  -0 black, -1 brown, -2 red,    -4 yellow, -5 green, -6 blue, -7 violet,    -8 gray, -9 white. sold in packages of 10 per color. 1.34in (34mm) 72912 72913 72930 panel mount iec61010    4 mm (0.16in) banana    jack for sheathed plugs model# 5931-* accepts flexible test lead sets 5907a, 5908a,  5909a. max. panel thickness:  0.28in (7.0mm). insulation:  nylon. rating:  1000 v cat iii per iec61010-031  and iec61010-1, 25a. *std. colors:  -0 black, -2 red, -6 blue,    -9 white. sold in pkgs. of 10 per color. panel cut-out 1.04in (26.4mm) 0.57in (14.5mm) thread 0.56in   (14.22mm) 0.16in   (4.06mm) model# thread 3263 6-32 x .50in (12.70mm) 3264 8-32 x .50in (12.70mm) 4512 8-32 x .63in (16.00mm) fits standard 0.166in (4.22mm) dia. banana jack. material:  banana plug body:  brass;  spring:   beryllium copper;  finish:  nickel plating. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages exceed  33 vrms/70 vdc. maximum voltage for  hands  free use : 5000 vdc. do not use on circuits  where transient stresses can exceed the rated  voltage.15a. sold unassembled, in pkgs. of 10. banana plug with    threaded stud and    solder lug model# 3261 excellent for riveting to panels or boards. solder  turret for rapid attachment of wires. fits standard 0.166in (4.22mm) dia.    banana jack. material:  banana plug body:  brass;  spring:   beryllium copper;  finish:  nickel plating. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages    exceed 33 vrms/70 vdc. maximum voltage for  hands free use : 5000 vdc. do not use on circuits  where transient stresses can exceed the rated  voltage. 15a.  sold in pkgs. of 10. rivet type banana    plug with turret 0.56in   (14.22mm) 0.135in   (3.43mm) 0.188in   (4.78mm) 0.135in (3.43mm) 0.16in   (4.06mm) *color code:     -0 black, -1 brown, -2 red, -3 orange, -4 yellow,     -5 green, -6 blue, -7 violet, -8 gray, -9 white banana plugs and jacks 1.22in (30.99mm) 0.45in (11.43mm) 0.25in  (6.35mm) 0.50in (12.7mm) .025in square pin 0.35in (8.89mm) 0.375in (9.52mm) panel cut-out model# 4005-* material:  jack:  nickel-plated brass;  terminal:  gold-plated phosphor bronze;  insulation:  polycarbonate. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum voltage  for  hands free use : 2500 vdc. do not use on  circuits where transient stresses can exceed  the rated voltage. 3a, +239?f (+115?c) max. *std. colors:  -0 black, -2 red. sold in pkgs. of 10 per color. banana jack with wire    wrap terminal
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