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		  Datasheet File OCR Text:


		              pnp bd676/a - bd678/a - bd680/a - bd682/a    comset semiconductors   1                                                                                            silicon darlington power transistors      the bd676/a-bd678/a-bd680/a-bd682/a are pnp transistors mounted in jedec to-126  plastic package.  they are eptaxial-base transistors in mono lithic darlington circuit for audio and video  applications.   npn complements are bd675/a-bd677/a-bd679/a-bd681/a  compliance to rohs.        absolute maximum ratings      symbol ratings  value unit  -v ceo   collector-emitter voltage  bd676/a 45  v  bd678/a 60  bd680/a 80  bd682/a 100  -v cbo   collector-base voltage  bd676/a 45  v  bd678/a 60  bd680/a 80  bd682/a 100  -v ebo   emitter-base voltage  5  v  -i c   collector current   -i c  4  a  -i cm  6  -i b   base current (peak value)  -i bm  0.1 a  p t   total power dissipation  @ t mb  = 25c  40  w   t j   junction temperature   150 c  t st g   storage temperature  -65 to +150  c    thermal characteristics    symbol ratings  value unit  r thj-mb   thermal resistance, junction to mouting base   3.12 k/w  r thj-a   thermal resistance, junction to ambient in free air  100  k/w                   

             pnp bd676/a - bd678/a - bd680/a - bd682/a    comset semiconductors   2     electrical characteristics    tc=25c unless otherwise noted   symbol ratings  test condition(s)  min typ max unit -i cbo   collector cut-off  current  i e =0 , -v cb = - 45 v   bd676/a -  - 0,2  ma  i e =0 , -v cb = - 60 v  bd678/a  -  -  0,2  i e =0 , -v cb = - 80 v  bd680/a  -  -  0,2  i e =0 , -v cb = - 100 v  bd682/a  -  -  0,2  i e =0 , -v cb = - 45v, t j = 150c bd676/a  -  -  2  i e =0 , -v cb = - 60v, t j = 150c bd678/a  -  -  2  i e =0 , -v cb = - 80v, t j = 150c bd680/a  -  -  2  i e =0 , -v cb = - 100v  t j = 150c  bd682/a -  -  2  -i ceo   collector cut-off  current  i b =0 , -v ce = -?v ceomax   bd676/a -  - 0,5  ma  bd678/a -  - 0,5  bd680/a -  - 0,5  bd682/a -  - 0,5  -i ebo   emitter cut- offcurrent  i c =0, -v eb =5 v   - - 5 ma  -v ceo(sus)   collector-emitter  sustaning  voltage  i b =0 , -i c =50 ma  bd676/a 45  v  -  v  bd678/a 60    -  bd680/a 80    -  bd682/a 100    -  -v ce(sat)   collector-emitter  saturation  voltage   bd676, bd678, bd680, bd682  -i c =1.5 a, -i b =30  ma    - - 2,5  v  bd676a, bd678a, BD680A, bd682a  -i c =2 a, -i b =40  ma  - - 2.8  h fe   dc current gain   bd676, bd678, bd680, bd682  -v ce =3 v, -i c =500 ma   - 2200 -    bd676, bd678, bd680, bd682  -v ce =3 v, -i c =1,5 a  750 -  -  bd676, bd678, bd680, bd682  -v ce =3 v, -i c =4 a  - 650 -  bd676a, bd678a, BD680A, bd682a  -v ce =3 v, -i c =2 a  750 -  -   -v be   base-emitter  voltage(1&2)  bd676, bd678, bd680, bd682  -v ce =3 v, -i c =1,5 a  - - 2,5  v  bd676a, bd678a, BD680A, bd682a  -v ce =3 v, -i c =2 a  - - 2.5  h fe   small signal  current gain  -v ce =3 v, -i c =1,5 a, f= 1 mhz  10  -  -    f hfe   ut-off frequency  -v ce =3 v, -i c =1,5 a  -  60  -  khz  v f   diode forward  voltage  i f =1,5 a  - 1,5 -  v  -i (sb)   second- breakdown  collector current  -v ce =50 v, t p = 20ms,non rep., without  heatsink  0,8 -  -  a 

             pnp bd676/a - bd678/a - bd680/a - bd682/a    comset semiconductors   3     symbol ratings  test condition(s)  min typ max unit t on   turn-on time  -i con = 1,5a, -i bon = i boff = 6ma,   - 0,3 1.5  s  t of f   turn-off time  -  1,5  5  1.  measured under pulse conditions : t p   
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