

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						2D470K			4010A			TC9185P			SI9168			TC1411			12P20			LMUN2231			00TTS			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				FA-1307-5 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 






			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  FA-1307-5   usa   jmk inc  15 caldwell dr.   amherst, nh 03031  ph: 603 886-4100      fx: 603 886-4115               email: info@jmkfilters.com  eur  jmk  inc    glasgow  g13 1dn  scotland uk     ph: 44-(0) 7785310729  fax: 44-(0) 141 589 1884        operating voltage= 115/240 vac  operating current max= 5.0 amp  operating frequency= 50?400 hz   temperature operating=   -20 to 90 deg. c   die withstand (line to case)= 1500v~ for 1 min  die withstand (line to line)= 1500vdc for 1min   leakage current =  20 ua (max) @ 250 vac, 60hz    order part number FA-1307-5 
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