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		  Datasheet File OCR Text:


		  www.dilabs.com  20 ms series: low esr, high volume   ceramic capacitors dielectric characteristics dielectric  material  code temperature  coef?cient (ppm/c  maximum) dissipation  factor (% @ 1mhz  maximum) dielectric withstanding voltage insulation resistance (m   minimum) aging piezoelectric effects dielectric  absorption voltage rating  (volts) dwv (volts) @ +25c @ +125c ms 0  30 0.05 please see  chart  (pg. 21) 250% of wvdc  for 5 sec unless  speci?ed in chart (pg. 21) 10 6 10 4 none none none part number breakdown* c 06 ms 101 j - 5 z n - x 0 t multi  layer case size material  system capacitance  code tolerance  level voltage  code termination  code leading  code test level marking  code packaging available   termination types c04 z c06 z c08 z c10 z c11 z c12 z c17 z c20 z c22 z c36 z available   packaging c06 t, b c08 t, b c10 t, b c11 t, b c12 t, b c17 t, b code termination system z ag termination, ni barrier  layer, sn plated solder,  rohs code lead types n none code laser marking 0 no marking test level C   all case sizes x  standard y reduced visual d customer   speci?ed code packaging t tape & reel C  horizontal b bulk description ceramic capacitors  npo low esr, high q  capacitance  range 0.2 - 2200 pf  high working voltage  low noise  functional applications dc blocking  ampli?er matching networks  vco frequency stabilization   filtering, diplexers &       antenna matching  high rf power circuits bypass  coupling  tuning & feedback  broadcast power amps  bene?ts high q  stable tc, -55 to +125c operating range   eia 0603 & 0805 case size  smd compatibility  oscillators  timing circuits  filters  rf power ampli?ers       & delay lines   ultra low esr ceramic dielectric high volume applications  *see page 6 for complete part number system.

   21  www.dilabs.com ms series: low esr, high volume   ceramic capacitors capacitance and voltage table cap code cap (pf) case size c06 0603 case size c11 0505 case size c17 1111 case size c22 2225 case size 36 3640 0r1 0.1 0r2 0.2 50v code 5 250v code 9 2000v code g 0r3 0.3 0r4 0.4 code 7  1000v 2500v code   b 0r5 0.5 0r6 0.6 0r7 0.7 0r8 0.8 0r9 0.9 1r0 1.0 1r1 1.1 1r2 1.2 1r3 1.3 1r4 1.4 1r5 1.5 1r6 1.6 1r7 1.7 1r8 1.8 1r9 1.9 2r0 2.0 2r1 2.1 2r2 2.2 2r3 2.3 2r4 2.4 2r5 2.5 2r6 2.6 2r7 2.7 2r8 2.8 2r9 2.9 3r0 3.0 3r3 3.3 3r6 3.6 6r9 6.9 4r3 4.3 4r7 4.7 5r1 5.1 5r6 5.6 6r2 6.2 6r8 6.8 7r5 7.5 8r2 8.2 9r1 9.1 100 10 110 11 120 12 130 13 150 15 160 16 180 18 200 20 220 22 240 24 270 27 300 30 330 33 360 36 390 39 430 43 470 47 510 51 560 56 620 62 680 68 750 75 820 82 910 91 101 100 111 110 121 120 151 150 181 180 221 220 271 270 331 330 391 390 471 470 511 510 561 560 621 620 681 680 table above represents common product line. additional available products included in table below. electrical capacitance (pf) case style 0402 0603 0505 0805 1206 1111/1210 1812 2220 2225 3640 volts (v) 50/63 0.1 - 33 0.1 - 220 0.2 - 330 0.2 - 680 0.5 - 2,200 100 0.1 - 22 0.1 - 150 0.2 - 220 0.2 - 470 0.5 - 1,500 0.3 - 3,300 1.0 - 6,800 2.0 - 15,000 2.0 - 18,000 150 0.1 - 15 0.1 - 120 0.2 - 180 0.2 - 390 0.5 - 1,200 0.3 - 2,700 1.0 - 4,700 2.0 - 12,000 2.0 - 15,000 200/250 0.1 - 100 0.2 - 150 0.2 - 330 0.5 - 1,000 0.3 - 2,200 1.0 - 3,900 2.0 - 10,000 2.0 - 10,000 300 0.1 - 56 0.2 - 100 0.2 - 220 0.5 - 680 0.3 - 1,500 1.0 - 3,300 2.0 - 6,800 2.0 - 8,200 500 0.2 - 100 0.5 - 330 0.3 - 820 1.0 - 2,200 2.0 - 4,700 2.0 - 5,600 4.0 - 15,000 630 0.5 - 150 0.3 - 390 1.0 - 1,000 2.0 - 2,200 2.0 - 3,300 4.0 - 6,800 1000 0.5 - 82 0.3 - 220 1.0 - 680 2.0 - 1,500 2.0 - 2,200 4.0 - 4,700 2000 0.5 - 18 0.3 - 68 1.0 - 150 2.0 - 470 2.0 - 560 4.0 - 1,500 3000 1.0 - 68 2.0 - 150 2.0 - 150 4.0 - 470 capacitance values are available in e24 series values. other values may be avilable on request, consult factory for details.

 www.dilabs.com  22 ms series: low esr, high volume   ceramic capacitors rf characteristics the information above represents typical device performance.

   23  www.dilabs.com ms series: low esr, high volume   ceramic capacitors the information above represents typical device performance.
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