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		  Datasheet File OCR Text:


		  1f1 0   thru   1f 18   0.5   amp fast  recovery   rectifier   1000  to  1 8 00 volts   features        high current capability        low leakage        fast sw i tching for high efficiency        low forward voltage drop        high reliability   maximum ratings        operating temperature:  - 55  c to +125  c        storage temperature:  - 5 5  c to +15 0  c        for capacitive load. derate c urrent by 20%   part number   maximum  recurrent  peak reverse  voltage   maximum  rms  voltage   maximum dc  blocking  voltage   1f10   100 0 v   700v   100 0 v   1F12   120 0 v   840v   120 0 v   1f14   1400v   980v   1400v   1f15   1500v   1050v   1500v   1f16   1600v   1120v   1600v   1f18   1800v   1260v   1800v   electrical characteristics @ 25  c unless otherwise specified   average forward   rectified  current   i o   0. 5 a   t a  =  2 5  c   peak forward surge  current   i fsm   25 a   8.3ms, half sine   maximum  instantaneous  forward volt a ge   v f   1 . 8 v   i fm   =  0. 5 a;    t c  = 2 5  c   maximum dc  reverse current at  rated dc blocking  voltage   i r   5. 0 m a   t c  = 2 5  c   typical junction  capacitance   c j   15 pf   measured at  1.0mhz, v r =4.0v   maximum reverse  recovery time   t rr   300ns   i f =0.5a,    i r =1a,     i rr =0.25a   ww w . cn el e c tr .com r - 1                                     min max min max a 0.116 0.140 2.90 3.50 b 0.091 0.102 2.30 2.60   c 0.020 0.024 0.50 0.60 d 0.787 ----- 20.00 ----- dimensions dim  inches mm note   a b d d c cathode mark shanghai lunsure electronic  technology co.,ltd tel:0086-21-37185008 fax:0086-21-57152769                                                                                                                                

   1f10 thru 1f18 ww w . cn el ec tr .com                                                                                                                              
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