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		  Datasheet File OCR Text:


		  wide variety of euro-mag  european style pcb terminal blocks and plugs makes your application a snap! ? high current terminal blocks allow handling lots of power right on the circuit board ?up to 115 amps. ? six styles cover many applications from straight-to-board, and plug and header. ? terminal options make connections easy ?screw, screwless and insulation displacement connectors (idc). ? 2- and 3-tier versions save valuable pcb space. ? mold-to-length designs deliver the exact number  of poles for the application. ? modular (stackable) designs ease inventory needs. ? wire entry orientations solve wire routing issues ? horizontal, vertical, 30? 35? 45 and 60? ? center spacings range from 2.54 to 15.00mm. ? custom configurations meet customer- specific industry standard requirements. getting wired is easy euro-mag   blocks

 cage clamp blocks ?economical direct-to-board  with cage clamp wire terminals ?centers from 3.5 to 7.62mm ?poles from 2 to 24 ?modular constructions  permit inventory flexibility ?ratings: 300v, 8-16a ?12 to 26 awg wire range ?35 and 45 wire angles  available spring clamp blocks ?direct-to-board wiring with secure-gripping spring clamp  terminals ?centers from 3.5 to 10mm ?poles from 2 to 24 ?modular constructions permit  inventory flexibility ?ratings: 250v-300v, 6-16a ?14 to 26 awg wire range 2- & 3-tier blocks ?space-saving 2- & 3-tier terminal blocks pack a lot of connection into a small footprint. ?centers from 3.81 to 5.08mm ?poles from 2 to 24 ?modular construction for  inventory flexibility ?ratings: 300v, 10-16a ?14 to 26 awg wire range high current blocks ?simplify design and manufac- turing, high current terminal blocks allow handling lots of power right on the circuit board. ?ratings: 28-600v, 28-115a ?centers from 5 to 15mm ?poles from 2 to 24 ?modular constructions permit inventory flexibility ?2 to 24 awg wire range ?35 wire angle available screwless blocks ?speed up assembly, screwless terminal block.connections  are made with a simple snap  of the connector. ?ratings: 63-300v, 6-10a ?centers from 2.54 to 10.16mm ?poles from 2 to 24 ?modular constructions for  inventory flexibility ?14 to 26 awg wire range ?30? 45 and 60 wire angles available pluggable blocks ?pluggable terminal blocks  add flexibility to assembly  procedures, ideal for  equipment designs calling  for easy removal of circuit boards for testing or service. ?ratings: 160-300v, 8-16a ?centers from 3.5 to 7.62mm ?poles from 2 to 24 ?12 to 26 awg wire range ?horizontal or vertical header and plug orientations to meet wire routing demands. euro-mag pcb terminal block styles  modular mold-to-length modular 45 angle 30 angle plug plug headers

 euro-mag centers pcb wire series (mm) modular hole  (mm) poles volts amps range angle em2905 5.0 x 0.055 2-24 250 28 12-24  em2908 5.08 x 0.055 2-24 250 28 12-24  em9126 6.35 x 0.071 2-24 300 30 10-24  em9127 7.5 x 0.071 2-24 300 30 10-24  em9128 7.62 x 0.071 2-24 300 30 10-24  em2909 9.52 x 0.055 2-24 600 30 10-20 35 em2919 9.52 x 0.055 2-24 600 30 10-20  em2929 10.16  0.055 2-6 600 65 6-20  em2939 15.0  0.063 2-6 300* 115 2-20  em3905 5.02 x 0.055 2-24 250 28 12-24  em3908 5.08 x 0.055 2-24 250 28 12-24  euro-mag centers pcb wire series (mm) modular hole  (mm) poles volts amps range angle em3923 3.5 x 0.055 2-24 300 8 16-26  em3503 3.81 x 0.055 2-24 300 8 16-26  em2585 5.0 x 0.055 2-24 300 16 12-26  em3225 5.0 x 0.055 2-24 300 16 14-24 35 em2205 5.0 x 0.055 2-24 300 10 12-24 45 em2505 5.08 x 0.055 2-24 300 16 12-26  em3228 5.08 x 0.055 2-24 300 16 14-24 35 em2507 7.5 x 0.055 2-24 300 16 14-22  em3227 7.5 x 0.055 2-24 300 16 14-24 35 em2506 7.62 x 0.055 2-24 300 16 14-24  em3226 7.62 x 0.055 2-24 300 16 14-24 35 euro-mag centers pcb wire series (mm) modular hole  (mm) poles volts amps range tiers em2403 3.81 x 0.055 2-12 300 10 16-26 2 em2803 3.81 x 0.055 2-12 300 10 16-26 3 em2445 5.0 x 0.055 2-24 300 16 14-24 2 em2448 5.08 x 0.055 2-24 300 16 14-24 2 em2855 5.0  1.300 2-6 300 10 14-26 3 euro-mag centers pcb # of wire series (mm) modular hole (mm) poles volts amps range em3123 3.5 x 0.055 2-24 300 6 16-26 em2665 5.0  0.055 2-24 300 10 14-22 em3660 5.0 x 0.055 2-24 250 16 16-24 em3665 5.0  0.055 2-24 300 10 16-22 em3675 5.0  0.055 2-27 300 10 14-26 em3127 7.5 x 0.055 2-24 300 10 14-22 em2661 10.0  0.055 2-13 300 10 14-26 em3661 10.0 x 0.055 2-14 300 10 14-26 em3671 10.0  0.055 2-13 300 10 14-26 specifications  for full details, see the ma gnum ca talog, lit code 7001. spring clamp cage clamp 2- & 3-tier high current * 600v with no bottom cover option.

 terminal pcb wire mounting/lead plug block centers type hole  (mm) poles volts amps range orientation em3533 3.5 cage  2-14 300 8 16-26 vertical em2221 3.5  0.051 2-14 300 8  vert/horz em2413 3.5 cage  2-12 300 8 16-26 vertical em2201 3.5  0.051 2-12 300 8  vert/horz em3553 3.81 cage  2-12 300 8 18-20 vertical em3543 3.81 cage  2-12 300 8 16-24 horizontal em3583 3.81 idc  2-12 300 6 20-22 horizontal em3593 3.81  0.051 2-12 300 6  vert/horz em2423 3.81 cage  2-12 300 8 16-26 vertical em2443 3.81 cage  2-12 300 10 16-24 horizontal em2211 3.81  0.051 2-14 300 8  vert/horz em2525 5.0 cage  2-24 300 16 12-26 vertical em2485 5.0 cage  2-8 300 16 14-24 horizontal em3105 5.0 cage  2-12 300 16 14-24 vertical em2535 5.0  0.055 2-24 300 16  vert/horz em2565 5.08 cage  2-24 300 16 12-26 vert/horz em2488 5.08 cage  2-8 300 16 14-24 horizontal em3108 5.08 cage  2-24 300 16 14-24 vertical em2575 5.08  0.055 2-24 300 16  vert/horz em2115 5.0 cage  2-22 300 16 14-24 vert/horz em3115 5.0 cage  2-22 300 16 14-24 vertical em2215 5.0  0.055 2-22 300 16  vert/horz em2118 5.08 cage  2-22 300 16 14-24 vert/horz em3118 5.08 cage  2-22 300 16 14-24 vertical em2218 5.08  0.055 2-22 300 12  vert/horz em3516 7.62 cage  2-12 300 16 14-24 horizontal em3526 7.62  0.059 2-24 300 16  vert/horz em2416 7.62 cage  2-12 300 16 14-24 vertical em2426 7.62  0.059 2-12 300 16  vert/horz em5015 5.0 spring  2-24 300 15 16-24 vert/horz em5025 5.0  0.053 2-24 300 15  vertical em5035 5.0 spring  2-24 160 10 16-24 horizontal em5045 5.0  0.047 2-24 160 10  vertical euro-mag centers pcb wire series (mm) modular hole  (mm) poles volts amps range angle em2742 2.54  0.051 2-16 63 6 20-26  em2783 3.5  0.051 2-24 300 2 16-20 45 em2802 2.54  0.051 2-12 125 4 20-24 30 em2785 5.0 x 0.051 2-24 300 7 16-22 45 em2778 5.08 x 0.051 2-24 250 10 14-24  em2795 5.08  0.051 2-16 300 10 14-24  em2796 7.62  0.051 2-16 300 10 14-24  em2791 10.16  0.051 2-16 300 10 14-24  em2816 7.62  0.051 2-12 300 10 16-22 60 specifications  for full details, see the ma gnum ca talog, lit code 7001. 175 hansen ct. ?woo dale, il 60191 ? cust sat: 888-937-6246 www.magnumtb.com header plug plug & pin header screwless pluggable reorder # ????    ?-?-?m
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