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		  Datasheet File OCR Text:


		  mx07 b-55 b 2.00 to 2.50mm (.079 to .098") pitch pcb and wire connectors 2.50mm (.098") pitch kk ? crimp terminal housing 5051-n polarized features and benefts  	 sizes 	2	to	15	circuits  	 molded 	friction	lock  	 optional 	locking	ramp	version  	 stackable 	end-to-end reference information packaging:	bulk ul	file	no.:	e29179 csa	file	no.:	lr19980 mates	with:	kk	2.50mm	(.098")	headers	or	0.64mm	 (.025")		staked	pins,	5045-na	and	5046-na use	with:	2759	and	5159	terminals	 designed	in:	millimeters	 electrical voltage: 	250v current:	3.0a contact	resistance:	20	milliohms	max. dielectric	withstanding	 voltage:	1000v	ac/1	min. insulation	resistance:	1000	megohms	min. physical housing:	6/6	nylon,	ul	 94v-0 operating	 temperature:	-40	to	+105?c	 circuits order no. 		2 22-01-102 2 		3 22-01-103 2 		4 22-01-104 2 		5 22-01-105 2 		6 22-01-106 2 		7 22-01-107 2 		8 22-01-108 2 circuits order no. 		9 22-01-109 2 10 22-01-110 2 11 22-01-111 2 12 22-01-112 2 13 22-01-113 2 14 22-01-114 2 15 22-01-115 2 2.50mm (.098") pitch  kk ?   crimp terminal housing 5051-nm polarized features and benefts  	 sizes 	2	to	20	circuits	  	 molded 	friction	lock	  	 optional 	locking	ramp	version	  	 stockable 	end-to-end	 reference information  product	specification:	ps-99020-0088 packaging:	bulk ul	file	no.:	e29179 csa	file	no.:	lr19980 mates	with:	kk	2.50mm	(.098")	headers	or	0.64mm	 (.025")	staked	pins,	5045-na	and	5046-na	 use	with:	2759	and	5159	terminals	and	4809 designed	in:	millimeters	 electrical  voltage: 	250v	 current:	3.0a contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	ac/1	min.	 insulation	resistance:	1000	megohms	min.	 physical  housing:	6/6	nylon,	ul	 94v-0 operating	 temperature:	-40	to	+105?c circuits order no.  		2 22-01-102 3 		3 22-01-103 3 		4 22-01-104 3 		5 22-01-105 3 		6 22-01-106 3 		7 22-01-107 3 		8 22-01-108 3 circuits order no.  		9 22-01-109 3 10 22-01-110 3 11 22-01-111 3 12 22-01-112 3 13 22-01-113 3 14 22-01-114 3 15 22-01-115 3 circuits order no.  16 22-01-116 3 17 22-01-117 3 18 22-01-118 3 19 22-01-119 3 20 22-01-120 3 www.molex.com/product/kk/kk.htm l
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