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		  Datasheet File OCR Text:


		  product specification spec. no:  date: july.05.2012 customer product name: tdk product name: WT-505060-10K2-A11-G this specification is: tdk-epc corporation head office address: 1-13-1, nihonbashi, chuo-ku, tokyo 103-0027 , japan                            sales office   sales tel. attn:  approved checked issued engineerin g manager sales sales product classification cod e

 customer product name:  tdk product name: WT-505060-10K2-A11-G no. rev. date 10 2012.07.05 to establish specification revised content revised reason revised history

    1/6 product specification   tdk product name: spec. no. customer product name:      (1) apperance & dimensions (unit: mm) weight: 11.4 g (typ.)                 [ remarks]                      1. lead wire pitch is end of wire position, not ouput terminal.                      2. marking content:                          a. t: manufacturing centers                          b: lot no.:                                                              (1)       (2)      (3)                               (1) year: a.d. end number in double                              (2) month: jan.(1), feb.(02)?dec.(12)                              (3) day: 01,02,03,?31. WT-505060-10K2-A11-G side view top view bottom view lead wire pitch position

    2/6 product specification   tdk product name: spec. no. customer product name:      (2) air coil specification           wire diameter:    0.08mm x 105 ( type2 wire)           coil turns: 10ts ,1 layer    (3)  electrical characteristics  (4)  temperature characteristics  (5)  application          1. the product fit in with rohs rule.          2. the product fit in with halogen-free.          3. reflow and dip-flow soldering can not used for this product. WT-505060-10K2-A11-G  no. parameter specification test instrument 1  inductance 6.3   h 10% hp 4284a digital lcr meter or equivalent (  100khz 1.0 vrms) 1 operating temperature -30  70  2 storage temperature -40  85   no. parameter specification 3  dc resistance  0.06   ?  (max.) (at 25  ) chen hwa 502a  ohm meter or equivalent 2 q value 70 (min.) hp 4284a digital lcr meter or equivalent (  100khz 1.0 vrms)

   3/6 product specification   tdk product name: spec. no. customer product name:      (6) reliability conditions   WT-505060-10K2-A11-G  no. parameter conditions 1 low temperature  (storage) (1) temperature  -402  (2) time  240hrs 2 high temperature (storage) (1) temperature  +852  (2) time  240hrs 3 thermal  shock (1) temperature : - 405   / 30min ~ + 855   / 30min (2) ambient time : 5min (3) times : 100cycles 4 vibration unpacked: (1)frequency:10~500hz sweep      1 octave wave / 1 min (2)amplitude:1.5mm (p-p) or 10g (3)direction:x.y.z. direction (4)time:x.y.z for 2 hours each. 5 temperature / humidity (storage) (1) temperature : +602  (2) humidity: 90% rh. (3) time:  240hrs 6 temperature / humidity (op) (1) temperature : +602  (2) humidity: 90% rh. (3) time:  240hrs (4) current: dc 1.0a (5) frequency: 100khz 7 package drop (1) drop the sample package in a carton box. (2) height : 100 cm (3) direction :1corner,3 edges, 6 faces (4) drop time : 16 times 8 esd(hbm) (1) test voltage: 1000v (2) ambient: 25  5  (3) time: negative / positive each 1 time (4) resistance: 1500 ? (5) capcitance: 100pf 9 esd(mm) (1) test voltage: 100v (2) ambient: 255  (3) time: negative / positive each 1 time (4) capcitance: 200pf

   4/6 product specification   tdk product name: spec. no. customer product name:      (7) construction     (8) material list WT-505060-10K2-A11-G  no. material name 2 ferrite sheet 3 adhesive tap e 4 air coi l 5 glue 6 ink 1 pet tape ( 1 ) ( 4 ) ( 3 ) ( 6 ) ( 5 ) ( 1 ) ( 2 )

    5/6 product specification   tdk product name: spec. no. customer product name:     (9) packing       1. to stack the the trays onto 4 layers:         - pet tray dimension: 326*329*11.0mm (ref.)         - 12 pcs / per pet tray       2. to put 2 trays of products into the small carton and affixing the out-going label on the outside .         - small carton dimension: 331*337*33mm (ref.)         - 4 pet trays / per small carton ( pet tray of the top side is empty in the small carton) WT-505060-10K2-A11-G total : 12x3=36pcs total : 4x3=12pcs out-going label out-going label cust prod id(p)    .  qty(q) 72 (6p):twn273 711000 tdk item(1p)  wr48325015m2f vdr(v):tdk lot no(1t)  wl?m0001 date code(t): 0001 2011/11/22            made in taiwan (s) (item:wr48325015m2f) (1m)ttxdf       tdk taiwan corporation 001/009 12325a0435 rohs 1411 wt - 505060 - 10k2 - a11 - g wt - 505060 - 10k2 - a11 - g) customer 4-layers top tray is empty

    6/6 product specification   tdk product name: spec. no. customer product name:          3. to put 3 small corton into the carton  .         - outer carton dimension: 347*340*124mm (ref.)         - 3 small cartons / per outer carton         - total quantity : 108 pcs         4. packing.         -to pack the carton by scoth tape and affix out-going label (outside) on it outside.         -the inspection data in the box , there would be a signet mark on it outside. WT-505060-10K2-A11-G inspection data enclosed zo?? scoth tape out-going label ( t id ) signet mark of inspection data 3 small cartons outer carton customer   cust. part no(p) ? (6s)   c/no1 box count 001/009   tdk item code(6p):    twn            lot no.(1t):    wl12345678  qty(q):   tdk item (1p):    wr-483250-15m2-f   (wr-483250-15m2-f)   sub p/o no.(6k):       4500059424   wl?   a   tdk spec. warehouse nw  3.6   gw    4.0 foxconn (3s) ttw+wl11k0600200101400000360 rohs   p/o no.(k):     tttts123456789 c/no  1 ( ct )   shipping mark   location  made in taiwan foxconn  date:           288  tdk taiwan corporation yangmei, taiwan 9    nov.22.2011 wt - 505060 - 10k2 - a11 - g ( WT-505060-10K2-A11-G ) customer customer
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