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		  Datasheet File OCR Text:


		  case: jedec do  - -201 molded plastic. terminals: axial leads, solderable per mil-std-750, method 2026. polarity: color and denotes cathode except bipolar. mounting position: any. peak pulse power dissipation on 10/1000  s waveform . (note 1, note 2, fig. 1)                   p ppm                    minimum 3,000           watts peak pulse current on 10/1000  s waveform.  (note 1 , fig.  3)                                                 i ppm                           se e table               a mps steady state power dissipation at t l =75   lead length .375 (9.5mm). (note  2,  fig.  5)  p m(av) 6.5                      watts peak forward surge current  8.3ms single half sine-wave superimposed on rated load . ( jedec method) (note 3, fig. 6) i fsm                               300                      amps operating junction and storage temperature range .              t j ,t stg                   -6 5 to +150       f eatures    m echanical  d ata   d evices  f or  b ipolar  a pplication   m aximum  r atings  c haracteristics   for surface mounted applications in order to optimize board space. low profile package. built-in strain relief. glass passivated junction. low inductance. excellent clamping capability. repetition rate (duty cycle):  0.01%. fast response time: typically less than 1.0ps from 0 v olt to  bv for unidirectional types. typical i r less than 1a above 10v. high temperature soldering: 260c/10 seconds at terminals. plastic package has underwriters laboratory flammability 94v-o. m smc/do-214ab case: jedec do -214ab.  molded plastic over glass passivated junction. terminal: solder plated, solderable per mil-std-750, method 2026. polarity: color band denote s  cathode except bidirectional. standard packaging: 12mm tape (eia std rs-481). weight: 0.00 7 ounce, 0. 2 1 grams. for b idirectional use c or ca suffix for type sm d j5.0 thr ough type sm dj 22 0 (e.g.  smd j5.0ca, smdj220ca);     e lectrical characteristics apply in both directions. ratings at 25  ambient temperature unless otherwise specified. n 2 .     ul e223045 transient 9rowdjh6xssuhvvruv         smdj  series    meritek       rating  symbol value     unit notes:  1. non-repetitive current pulse, per fig. 3 and derated above ta = 25  per fig. 2. 2. mounted on 0.8 mm x 0.8 mm copper pads to each terminal . 3. 8.3ms single half sine-wave, or equivalent square wave, duty cycl e=4pu lses per minute maximum. all specifications are subject to change without notice.   1  rev  7

 transient 9rowdjh6xssuhvvruv         smdj  series    meritek       t s t1 d t d1 d l cathode band smc/do-214ab   p ackage  d imensions   item min. max. min. max. l 6.60 7.11 0.260 0.280  d 5.59 6.22 0.220 0.245  d1 2.90 3.20 0.114 0.126  t 7.75 8.13 0.305 0.320  t1 0.76 1.52 0.030 0.060  d - 0.203 - 0.008  s 2.06 2.62 0.079 0.103  t  0.152  0.305 0.006 0.012  millimeters  inches s pecifications   	
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 transient 9rowdjh6xssuhvvruv         smdj  series    meritek          	
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 c ## c     3  rev  7

 figure 1 - peak pulse power rating curve figure 2 - pulse derating curve figure 3 - pulse waveform figure 4 - typical junction capacitance figure 5 - steady state power dissipation derating curve figure 6 - maximum non-repetitive forward  surge current uni-directional only r ating and  c haracteristic  c urves     (t a : 25c   unless otherwise specified)   transient 9rowdjh6xssuhvvruv         smdj  series    meritek       0.1 1 10 100 1000 0.000001 0.00001 0.0001 0.001 t d -pulse width (sec.) p ppm -peak pulse power (kw) 0.0000001 i ppm - peak pulse current, % i rsm 0 0 50 100 1 50 1.0 2.0 3.0 4.0 t r =10sec peak value i ppm i ppm 2 t j =25c pulse width(td) is de?ned as the point where the peak  current decays to  50% of i ppm 10/1000sec. waveform as de?ned by r.e.a t d t-time (ms) half value i ppm (   ) 0 20 40 60 80 100 0 25 50 75 100 125 150 175 peak pulse power (p pp ) or  current (i pp ) derating in  percentage % t a  - ambient temperature (oc)   1 10 100 1000 10000 100000 1.0 10.0 100.0 1000.0 cj (pf) v br  - reverse breakdown voltage (v) bi- d ir ect io nal v = ov uni-directional  @ vr bi- d ir ect io nal  @ vr uni-directional v = ov 0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 0 25 50 75 100 125 150 175 p m(av) , steady sate power  dissipation (w) t a  - ambient temperature(oc) 1 10 100 number of cycles at 60 hz 0 50 100 150 200 250 300 350 i fsm  - peak forward surge current  (a)    4  rev  7
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