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		  Datasheet File OCR Text:


		  nominal voltage nominal capacity 4.0ah @ 20 hour  rate f.v.(1.75v/cell) t erminals 45m 1.2 a oo o o     charge 0 c ~ 40 c(32 f ~ 104 f) oo o o     discharge -20 c ~ 50 c(-4 f ~ 122 f) oo o o     storage. -20 c ~ 40 c(-4 f ~ 104 f) abs(ul94-hb, ul94-v0 is optional) internal resistance      length                 90 1.5      width                   70 1.5      container  height  102 1.5      total  height          o u te r  d im e n s io n s t e r m in a l   t y p e 12 v max. charge current container material dimension(mm/inch) 1670g(3.68lbs.) vrla rechargeable battery (BP4-12fr) BP4-12   technology measures innovation values iso 9001 iso14001 ul ce 1062.0   b.b. battery co., ltd. powered by  rev. jul. 2 009 a/0 application  features maintenance free(no water topping-up required). no free acid(non-spillable battery). low self-discharge rate, lower than 3% capacity  loss per month. can be used in any orientation(excluding used inverted). specifications iec61056 jis c 8702gb/t 19639 approx. weight  max. discharge current 60 a (5 sec.) (fully charged ) operating tem perature range (3.54  0.06) (2.76  0.06) (4.02  0.06) (4.17  0.08) all d ata  sha ll be  cha nge d w itho ut p rior  noti ce,  bb  rese rves  the  righ t to  exp lain  and  upd ate  the  info rma tion  con tain ed h erei nto.   ups electronic doorbells toy-cars fans 1 0 2 1 . 5 ( 4 . 0 2 0 . 0 6 ) 1 0 6 2 ( 4 . 1 7 0 . 0 8 ) 901. 5( 3. 540. 06 ) 701. 5( 2. 760. 06 ) t er m in al  t 1 4 . 7 5 ( 0 . 1 9 ) 3. 2( 0. 13 ) 6. 35 (0 .2 5) 0 . 8 ( 0 . 0 3 ) t e rm in a l  t 2 3. 4( 0. 13 ) 6 . 3 5 ( 0 . 2 5 ) 7. 85 (0 .3 1) 0 . 8 ( 0 . 0 3 ) (v/cell) f.v. discharge time 5 min 10 min 15 min 30 min 1 hr 3 hr 5 hr 10 hr 20 hr unit: w o o const ant po wer di scharg e char acteris tics at  25  c/77  f   144.6 167.4177.9 185.8 192.0 106.5 115.3119.5 122.4124.8 85.389.2 92.0 94.1 96.0 50.7652.69 53.90 54.65 55.20 29.1129.99 30.52 30.89 31.20 11.6611.89 12.0012.08 12.16 8.0398.160 8.205 8.233 8.258 4.4934.560 4.583 4.596 4.596 2.364 2.400  2.412  2.424  2.424  (v/cell) f.v. discharge time 5 min 10 min 15 min 30 min 1 hr 3 hr 5 hr 10 hr 20 hr unit: a o o const ant cu rrent d ischar ge cha racter istics  at 25  c/77  f 13.03 15.3616.32 17.05 17.61 9.37 10.1510.52 10.77 10.99 7.427.76 8.00 8.18 8.35 4.304.47 4.57 4.63 4.68 2.4462.520 2.565 2.596 2.622 0.9720.991 1.000 1.007 1.013 0.6700.680 0.684 0.686 0.688 0.3740.380 0.382 0.383 0.383 0.197 0.200  0.201  0.202  0.202     1.80v       1.75v      1.70v       1.65v       1.60v       1.80v       1.75v      1.70v       1.65v       1.60v    t1 (faston tab  187) t2 is  optional  
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