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		  Datasheet File OCR Text:


		  ? ? ? rev. 7  ? axial leaded, epoxy coated,  multilayer ceramic capacitors  ad series  ? feature    ?   miniature size, wide capacitance, tape and reel  available for auto-placement.  ?   coating by epoxy resin, creates the excellent  humidity resistance and prevents body from  damaging during soldering and washing.  ?   industry standard sizes and various lead spacing  available.     ?? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? dimension  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ??p art ? n umbering ? s ystem ? ? ad 10 cg 104 z 500 ? ar? ? meritek ? series ? ??? ? size ? 10? (.15?) ? / ? 20 ? (.2?) ? ??? dielectric ?? code ? cg ? xr? yv ? npo ? x7r ? y5v ? ??? capacitance ? code ? code ? 101 ? 104 ? 223 (pf) ? 100 ? 100000 ? 22000 ( ? f) ? \\\? 0.1 ? 0.022 ? ? ??? tolerance ?? code ? j ? k ? m ? z ? 5% ? 10% 20% ? +80% ? to ? ?20% ? ??? rated ? voltage ? code ? 500 ? 101 ? 201 ? ? 50v ? 100v ? 200v ? ? ??? packaging ? code ? ar ? br ? axial ? tape ? & ? reel ? axial ? tape ? & ? box ? ???

 ? ? ? rev. 7  ? axial leaded, epoxy coated,  multilayer ceramic capacitors  ad series    electrical characteristics        npo    x7r    y5v  temperature characteristic  0  30 ppm/oc, -55oc ~ 125oc  ? c 15%, -55oc ~ 125oc  ? c -80% ~ +30%, -25oc ~ 85oc  operating temperature  range    -55oc to + 125oc    -55oc to +125oc    -25oc to +85oc  measuring conditions for  capacitance and d.f.    1 mhz, 1 vrms    1 khz, 1 vrms    1 khz, 0.5 vrms  dissipation factor (d.f.)  0.1% max.  2.5% max.  3.0% max.  insulation resistance  100g ?  10g ?  10g ?   dielectric withstanding  voltage  3 x rated voltage  2.5 x rated voltage  2.5 x rated voltage  ? ? package      ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?
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