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		  Datasheet File OCR Text:


		  200c high voltage ceramic  capacitors - npo and htx7r 50 vdc - 10,000 vdc 1.25" [31.75] h t max. w s min. length w d 1.25" [31.75] min. length htr style tubular hta style general information high temperature epoxy encased designed for performance and reliability low stress designs temperature coefficient -40% max at 200c -60% max for extended ranges on htx7r group a screening available per mil-prf-49467 @ 200c voltage conditioning at 1.5x rated voltage for 200 vdc and       below partial discharge testing available for >500vdc rated ? ? ? ? ? ? ? ? ? part number & ordering information 200c htr03 b 103 k 101 200c  rated style htr-radial lead hta-axial lead dielectric b= high temp  x7r (200c) n= npo tolerance j=5% (npo only) k=10% m=20% p=-0%/ +100% z=-20%/ +80% voltage 500=50vdc 101=100vdc 302=3000vdc capacitance value in pf first two digits  are significant,  the last is  the number  of zeros, i.e.  103=10,000pf s pecifications d ielectric  t ype  (eia d esignation ) npo htx7r htx7r extended series t emperature  r ange -55c to 200c -55c to 200c -55c to 200c t emperature  c oefficient  60 ppm/c +15% / -40% max +15% / -60% max v oltage  c oefficient 0 -20% max -35% max v oltage  r ange 50v to 10,000v 50v to 10,000v 50v to 10,000v ir @ 200c 100m? or 1? - f  whichever is less 100m? or 1? - f  whichever is less 100m? or 1? - f  whichever is less d ielectric  w ithstanding  v oltage < 200vdc @ 2x rated > 200vdc @ 1.5 rated > 1000vdc @ 1.2 rated < 200vdc @ 2x rated > 200vdc @ 1.5 rated > 1000vdc @ 1.2 rated < 200vdc @ 2x rated > 200vdc @ 1.5 rated > 1000vdc @ 1.2 rated d issipation  f actor  @ 1 k h z , 25 c 0.1% max 2.0% max 2.0% max a ging  r ate 0 -2% max/decade hour -2% max/decade hour l ead  t ype 22 ga (.025 dia.) nickel or silver  plated ccfe 22 ga (.025 dia.) nickel or silver  plated ccfe 22 ga (.025 dia.) nickel or silver  plated ccfe calramic technologies llc (p) 775.851.3580 (fx) 775.851.3582 e-mail: info@calramic.com crt-0014 rev. 2/08 5462 louie lane reno, nv 89511  usa http://www.calramic.com leads 0.025 [0.65mm] 22awg silver plated copper-clad steel (ccfe)  or solid nickel n lead type n=nickel c=silver  plated  ccfe m screening group a at  200c    +44  (0)1634  290588  sales@apc-hirel.co.uk  www.apc-hirel.co.uk  www.datasheet.co.kr  datasheet pdf - http://www..net/

 high voltage commercial and military quality multi-layer ceramic capacitors s tyle s izes  ( max ) l ead  s pacing   0.030  i nches  [0.762  mm ] w idth  i nches  [ mm ] h eight  i nches  [ mm ] t hickness  i nches  [ mm ] d iameter  i nches  [ mm ] htr01 0.200  [5.08] 0.200  [5.08] 0.100  [2.54] - 0.100  [2.54] htr02 0.200  [5.08] 0.200  [5.08] 0.100  [2.54] - 0.200  [5.08] htr03 0.200  [5.08] 0.200  [5.08] 0.150  [3.81] - 0.100  [2.54] htr04 0.300  [7.60] 0.300  [7.60] 0.150  [3.81] - 0.200  [5.08] htr05 0.500  [12.70] 0.500  [12.70] 0.250  [6.35] - 0.400  [10.16] htr06 0.700  [17.80] 0.400  [10.16] 0.250  [6.35] - 0.500  [12.70] htr07 1.500  [38.10] 0.750  [19.05] 0.300  [7.62] - 1.375  [34.93] HTA10 0.170  [4.32] - - 0.100  [2.54] - hta11 0.270  [6.86] - - 0.135  [3.43] - hta12 0.400  [10.16] - - 0.155  [3.94] - hta13 0.500  [12.70] - - 0.200  [5.08] - hta14 0.750  [19.10] - - 0.375  [9.53] - h igh  t emperature  r adial  c apacitors  - m ax  c apacitance s tyle 50 vdc 100 vdc 200 vdc 500 vdc 1 kvdc 2 kvdc 3 kvdc 4 kvdc 5kvdc 10 kvdc npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r htr01 5600 pf .082 f 4700 pf .068 f 3900 pf .027 f 1800 pf 3900 pf 560 pf 1000 pf - - - - - - - - - - htr01 extended - .12 f - .10 f - .039 f - 5600 pf - 1500 pf - - - - - - - - - - htr02 5600 pf .082 f 4700 pf .068 f 3900 pf .027 f 1800 pf 3900 pf 560 pf 1000 pf - - - - - - - - - - htr02 extended - .12 f - .10 f - .039 f - 5600 pf - 1500 pf - - - - - - - - - - htr03 5600 pf .082 f 4700 pf .068 f 3900 pf .039 f 2700 pf 6800 pf 1000 pf 1800 pf - - - - - - - - - - htr03 extended - .12 f - .10 f - .056 f - .010 f - 2700 pf - - - - - - - - - - htr04 .025 f .47 f .022 f .39 f .018 f .15 f .010 f .022 f 3300 pf 5600 pf 560 pf 1000 pf - - - - - - - - htr04 extended - .82 f - .68 f - .22 f - .033 f - 8200 pf - 1500 pf - - - - - - - - htr05 .068 f 1.2 f .056 f 1.0 f .047 f .56 f .033 .22 f .018 f .056 f 3900 pf .015 f 2700pf 5600 pf 680 pf 2500 pf - - - - htr05 extended - 1.8 f - 1.5 f - .82 f - .33 f - .082 f - .022 f - 8200 pf - 3900 pf - - - - htr06 .10 f 1.8 f .082 f 1.5 f .068 f .82 f .047 .33 f .027 f .082 f 5600 pf .018 f 3900 pf 8200 pf 2200 pf 3900 pf 1000 pf 2200 pf - - htr06 extended - 2.7 f - 2.2 f - 1.2 f - .47 f - .12 f - .027 f - .012 f - 5600 pf - 3300 pf - - htr07 - - - - - - - - .10 f .39 f .022  f .086 f .015 f .033 f 4700 pf .018 f 3700 pf .01 f 1200 pf 2200 pf htr07 extended - - - - - - - - - .56 f - .12 f - .047 f - .015 f - .012 f - 3300 pf h igh  t emperature  a xial  c apacitors  - m ax  c apacitance s tyle 50 vdc 100 vdc 200 vdc 500 vdc 1 kvdc 2 kvdc 3 kvdc 4 kvdc 5kvdc 10 kvdc npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r npo ht  x7r HTA10 1400 pf .027 f 1200 pf .022 f 1000 pf 8200 pf 680 pf 1000 pf 180 pf 270 pf - - - - - - - - - - HTA10 extended - .039 f - .033 f - .012 f - 1500 pf - 390 pf - - - - - - - - - - hta11 3300 pf .068 f 2700 pf .056 f 2500 pf .033 f 1800 pf 3300 pf 470 pf 680 pf - - - - - - - - - - hta11 extended - .10 f - .082 f - .047 f - 4700 pf - 1000 pf - - - - - - - - - - hta12 .01 f .18 f 8200 pf .15 f 6800 pf .082 f 4700 pf .015 f 2200 pf 2700 pf 390 pf 560 pf 220 pf 390 pf - - - - - - hta12 extended - .27 f - .22 f - .12 f - .022 f - 3900 pf - 1000 pf - 560 pf - - - - - - hta13 - .27 f - .22 f - .12 f - .027 f - 5600 pf - 1500 pf - 1000 pf - 270 pf - - - - hta13 extended - .39 f - .33 f - .18 f - .039 f - 8200 pf - 2200 pf - 1200 pf - 390 pf - - - - hta14 - .68 f - .56 f - .33 f - .12 f - .033 f - 6800 pf - 3300 pf - 1200 pf - 820 pf - - hta14 extended - 1.0 f - .82  f - .47 f - .18 f - .047 f - .01 f - 4700 pf - 1800 pf - 1200 pf - -  +44  (0)1634  290588  sales@apc-hirel.co.uk  www.apc-hirel.co.uk   www.datasheet.co.kr  datasheet pdf - http://www..net/
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