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		  Datasheet File OCR Text:


		  sod-323fl typical electrical characteristic 1.0a, 30v low v f  schottky recti   er  in the sod-323fl package central semiconductor?s CMIDSH1-3 is a silicon schottky  rectifier packaged in a space saving, low profile sod-323fl  case. this device has been designed for portable battery  powered applications that require low total conduction losses  and energy efficiency. the sod-323fl package offers a  significantly lower profile compared to the standard sod-323. CMIDSH1-3 145 adams avenue  ?   hauppauge  ?   new york  ?   11788  ?   usa  ?   www.centralsemi.com   ? low package profile   ? space savings   ? energy efficiency benefits:   features:   ? high surge capability   ? low reverse leakage current   ? low forward voltage applications:   ? dc-dc converters   ? voltage clamping   ? reverse polarity protection   ? general purpose rectification  use qr reader  for direct link to  product web page, weblink: or use: www.centralsemi.com/info/CMIDSH1-3 to request samples visit: www.centralsemi.com/info/CMIDSH1-3 samples maximum ratings  (t a  = 25 ? c unless otherwise noted) electrical characteristics  (t a  = 25 ? c unless otherwise noted) v rrm (v) max i o t l  = 110 ? c (a) max t j , t stg ( ? c) max i fsm (a) max      v f   @ i f  (v)   (v)  (a)  typ  max    i r    @ v r    (  a)   (  a) (v)  typ  max  30 1.0 -65 to +150 22 0.41 0.44 0.45 0.52 0.7 1.0 25 100 30 package pro   le comparison: the sod-323fl has a  23%  lower pro   le than the sod-323 0.85mm 1.1mm sod-323fl sod-323 product brief p r o d u c t   b r i e f

 pb CMIDSH1-3 145 adams avenue  ?  hauppauge  ?  new york  ?  11788  ?  usa  ?  tel:(631) 435-1110  ?  fax:(631) 435-1824  for further information contact: sales at central semiconductor corp. (631) 435-1110 or visit: www.centralsemi.com innovative discrete  semiconductors CMIDSH1-3 1.0a, 30v low v f  schottky recti   er  in the sod-323fl package mechanical drawing - sod-323fl sample devices available upon request. to  order samples visit: www.centralsemi.com/info/CMIDSH1-3 packaging base / ordering information reel size quantity central item no. 7? 3,000 CMIDSH1-3 tr lead code: 1) cathode 2) anode marking code:  c13 stay up to date on central?s latest new products: subscribe to central?s www.centralsemi.com/subscribe direction of unreeling * devices are taped in  accordance with  electronic industries  association standard  eia-481-d  tape dimensions and orientation  (dimensions in mm) tape width: 8mm literature order your selection guide today.  visit: web.centralsemi.com/search/sample.php new smd selection guide mounting pad  (dimensions in mm)
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