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		  Datasheet File OCR Text:


		  9258 ultra low profile stacker general description the solo series 9258 is a one-piece connector used to con- nect two pcbs in a cost effective manner. this connector is a 1.0mm pitch available in an 8 position with stack heights of 0.40mm and 0.80mm. it is available with or without location bosses. this connector is designed for pcb surface mounting and is supplied in tape and reel packaging. gold plated pads on the mating pcb or suitable flex circuits provide connection between the boards. key features and benefits single piece connector ? no mating half connector required to connect two boards together which means: ?  reduced assembly time ?  only one part to purchase and stock ?  due to the unique contact design, the mating device does not have to be parallel ?  extremely robust when it comes to shock and vibration applications suitable applications include: ?  mobile phones ?  handheld scanners ?  portable medical devices ?  display interface 008 no of ways xxx stack height 004 = 0.40mm 008 = 0.80mm 06 plating variation 06 = selective gold 0.25m gold plated  contact nose, pure tin tail how to order 00 prefix 00 = standard 9258 series x pcb location bosses 1 = with mating pcb location bosses (top side) 2 = without pcb location bosses 3 = with smt pcb location bosses (bottom side) 4 = with smt and mating pcb location bosses  (top and bottom sides) 31

 9258 ultra low profile stacker 0.4mm ultra low profile stacker 0.8mm ultra low profile stacker 0.40 (0.016) 1.00 (0.039) 1.50 (0.059) ?1.00 (0.039) 1.00 - 1.30 (0.039 - 0.051) 1.67 - 0.10 (0.066 - 0.004) 0.70 (0.028) ?1.20 (0.047) 5.70 (0.224) 0.80 (0.031) 0.10 (0.004) connector outline 9.35 (0.386) 1.68 (0.066) 7 pitches @ 1.00 = 7.00 (0.039 = 0.276) 6.00 (0.236) 5.50 (0.217) 0.35 (0.014) 9.35 (0.368) 0.65 (0.026) r 0.50 (0.020) (4 positions) 10.35 (0.407) 7 pitches @ 1.00 = 7.00 (0.039 = 0.276) all tails to be within  0.10 (0.004) maximum coplanarity tolerance 0.40 (0.016) 1.00 (0.039) 0.80 (0.031) 1.90 (0.075) ?1.00 (0.039) 1.40 - 1.70 (0.055 - 0.067) 1.85 - 0.10 (0.073 - 0.004) 6.00 (0.236) 5.50 (0.217) 0.35 (0.014) 9.35 (0.368) 0.65 (0.026) r 0.50 (0.020) (4 positions) 10.35 (0.407) ?2.00 (0.079) proposed smt pcb layout all pads pure tin plate with mating pcb location bosses (top side) without pcb location bosses with smt pcb location bosses (bottom side) with pcb and smt location bosses ?1.20 (0.047) 1.68 (0.066) 2.75 (0.108) 9.35 (0.368) 0.70 (0.028) 7 pitches @ 1.00 = 7.00 (0.039 = 0.276) connector outline proposed mating pcb layout all pads gold plate 32
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