

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						MMKP383			1N4193A			1N6316US			ABR601			F2020CT			NAS1077			1010T			ZXFV203			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BR104-B-D-A01 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  sin gle-phase  silic o n   bri d ge  r e c tifier vol t a ge  range  400  v olts   curre n t   10  amp ere s rectron semiconductor technical   specifica tion fea tures * surge  overloa d   rating:  200  amperes  peak * low  forward  voltage  drop *   ul  listed  the  recognized  component  directory,  file  #e94233 maximum  r a tings  and  electrical  characteristics ratings  at  2 5   o c   ambient  temperature  unless  otherwise  specified. single  phase,  half  wave,  60  hz,  resistive  or  inductive  load. f or  capacit ive  load,   derat e   current   by  20%.   br104 -b-d-a01 b r -10 dimensions  in  inches  and  (millimeters) maxi mum  r a tin g s   (at  t a   =   2 5 o c   unle ss  otherwise  noted) r a tings maximum  recurrent  peak  reverse  voltage maximum  rms  voltage maximum  dc  blocking  voltage p eak   f orward  s urge  current   8 . 3   ms  s ingle  half   sine-wav e superimposed  on  rat ed  load  (jedec  met hod) operating  t e mperature  r ange symbol v rrm v d c i o i fsm   t stg v rms volts volts volts amps 6.0 6.0 200 -55  to  +   150 a mps 0 c units t j -55  to  +   150 0 c 400 280 400 BR104-B-D-A01 m aximum  a verage  forward   t c   =   5 0 o c r ecti fied  o u t put   current   a t:  t c   =   100 o c   t a =   5 0 o c storage  t emperature  r a nge 10.0 mechanical   d a t a * lead:  mil-std-202e  method  208c  guaranteed * mount ing  posit ion:   a n y *   weight:  7.86  grams *   mount ing:   hole  t hru  f or  #   6   s crew .296 ( 7.5 ) .255 ( 6.5 ) .75 ( 19.1 ) min. .042 ( 1.1 ) .770 ( 19.6 ) .730 ( 18.5 ) .520 ( 13.2 ) .480 ( 12.2 ) .520 ( 13.2 ) .480 ( 12.2 ) .770 ( 19.6 ) .730 ( 18.5 ) .039 ( 1.0 ) dia. typ. hole for no. 6 screw ac ac * epoxy:  device  has  ul  flammability  classification  94v-o electrical   characteristics  (at  t a   =   2 5 o c   unle ss  otherwise  noted) 2005-3    rev: a dc  blocking  voltage  per  element charact eri s tic s v f symbol i r units 1.1 s p m a m 2 . 0 uamps maximum  reverse  current  at  rated maximum  forward  voltage  drop  per  element  at  5.0a  d c volts @ t a =   2 5 o c @ t c =   100 o c 5.0 BR104-B-D-A01 r e c n a t s i s e r   l a m r e h t   l a c i p y t  j a t ypical  t hermal  resist ance 0 c / w 0 c / w r  j c note:  ?fully  rohs  compliant?,  ?100%  sn  plating  (pb-free)?. 2 8 6.5

 rectron rating and characteristic curves  (  BR104-B-D-A01  ) percent of rated peak reverse voltage, ( %  ) instantaneous reverse current, (ua) fig. 4 - typical reverse characteristics 10 1.0 .1 .01 0 20 40 60 80 100 120 14 0 t j  = 25 fig. 1 - maximum non-repetitive forward  peak forward surge current, (a) number of cycles at 60hz surge current 250 200 150 100 50 0 1 2 4 6 8 10 20 40 60 80 100 8.3ms single half sine-wave (jedec method) fig. 3- typical instantaneous forward  instantaneous forward current, (a) instantaneous forward voltage, (v) 100 10 1.0 .1 .01 .8 .6 .7 .9 1.0 1.1 1.2 1.3 characteristics t j = 25 pulse width = 300us 1% duty cycle fig. 2 - typical forward current  average forward  current, (a)  derating curve case temperature, (      ) 10 8 6 4 2 0 0 50 100 15 0 60 hz resistive or  inductive load case ambient

 lead forming specifications unit: mm 3.5  0.5 b a 1.0 7.4 19.1 br-10 c  19  0.5 5.0 12.0  0.5

 marking on th e b o dy  b r 1  0 4  v  y  w   w rectron  logo  part  no.  ul   logo  y ear  ? code  (y :last  digit  of  year  &  a:2010,b:201 1?)  w e ek  ?  co de  (ww :01~52)  v o ltage-co d e  05-------50v     6-------600v  1-------100v     8-------800v  2-------200v     10-----1000v  4-------400v

 packaging of diode and bridge rectifiers bulk   pack  package  br-10 ea per box inner box size (mm) carton size (mm) ea per carton gross weight(kg) 200 236*236*50 497*251*282 2,000 12.24 packing code             -b

                                     r e c t r o n   i n c   r e s e r v e s   t h e   r i g h t   t o   m a k e   c h a n g e s   w i t h o u t   n o t i c e   t o   a n y   p r o d u c t                               s p e c i f i c a t i o n   h e r e i n ,   t o   m a k e   c o r r e c t i o n s ,   m o d i f i c a t i o n s ,   e n h a n c e m e n t s   o r   o t h e r                               c h a n g e s .   r e c t r o n   i n c   o r   a n y o n e   o n   i t s   b e h a l f   a s s u m e s   n o   r e s p o n s i b i l i t y   o r   l i a b i -                             l i t y   f o r   a n y   e r r o r s   o r   i n a c c u r a c i e s .     d a t a   s h e e t   s p e c i f i c a t i o n s   a n d   i t s   i n f o r m a t i o n                               c o n t a i n e d   a r e   i n t e n d e d   t o   p r o v i d e   a   p r o d u c t   d e s c r i p t i o n   o n l y .   " t y p i c a l "   p a r a m e t -                             e r s   w h i c h   m a y   b e   i n c l u d e d   o n   r e c t r o n   d a t a   s h e e t s   a n d /   o r   s p e c i f i c a t i o n s   c a -                             n   a n d   d o   v a r y   i n   d i f f e r e n t   a p p l i c a t i o n s   a n d   a c t u a l   p e r f o r m a n c e   m a y   v a r y   o v e r   t i -                             m e .     r e c t r o n   i n c   d o e s   n o t   a s s u m e   a n y   l i a b i l i t y   a r i s i n g   o u t   o f   t h e   a p p l i c a t i o n   o r                               u s e   o f   a n y   p r o d u c t   o r   c i r c u i t .                                       r e c t r o n   p r o d u c t s   a r e   n o t   d e s i g n e d ,   i n t e n d e d   o r   a u t h o r i z e d   f o r   u s e   i n   m e d i c a l ,                             l i f e - s a v i n g   i m p l a n t   o r   o t h e r   a p p l i c a t i o n s   i n t e n d e d   f o r   l i f e - s u s t a i n i n g   o r   o t h e r   r e l a -                             t e d   a p p l i c a t i o n s   w h e r e   a   f a i l u r e   o r   m a l f u n c t i o n   o f   c o m p o n e n t   o r   c i r c u i t r y   m a y   d i -                             r e c t l y   o r   i n d i r e c t l y   c a u s e   i n j u r y   o r   t h r e a t e n   a   l i f e   w i t h o u t   e x p r e s s e d   w r i t t e n   a p p r -                             o v a l   o f   r e c t r o n   i n c .     c u s t o m e r s   u s i n g   o r   s e l l i n g   r e c t r o n   c o m p o n e n t s   f o r   u s e   i n                               s u c h   a p p l i c a t i o n s   d o   s o   a t   t h e i r   o w n   r i s k   a n d   s h a l l   a g r e e   t o   f u l l y   i n d e m n i f y   r e c t -                             r o n   i n c   a n d   i t s   s u b s i d i a r i e s   h a r m l e s s   a g a i n s t   a l l   c l a i m s ,   d a m a g e s   a n d   e x p e n d i t -                             u r e s .     d i s c l a i m e r   n o t i c e




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of BR104-B-D-A01 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























