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		  Datasheet File OCR Text:


		  74 * all specifcations and photos are subject to change without notice. axiomtek.com sbc    services  and solutions systems on modules embedded sbcs >epic embedded sbcs >3.5" capa embedded sbcs >nano-itx embedded sbcs >pico-itx embedded sbcs >pc/104 industrial mother- boards slot cpu cards accessories appendix ? 2013 axiomtek co., ltd. all rights reserved. ddr so-dimm sata 1/2 rear view ETM620 amd geode? lx family etx v3.0 som  with multiple i/o features   amd geode? lx800 processor onboard   amd lx800 + cs5536ad + ite8888g chipset    ddr so-dimm up to 1 gb   2 sata-150, 2 pata-100 supported   supports crt, ttl lcd   3 pci bus master, isa bus supported   tv-out (optional)   extended operating temperature (optional) i/o ordering information packing list mio  2 x ide; pata-100 1 x fdd (optional) 1 x lpt; with spp/epp/ecp supported 1 x ps/2 keyboard 1 x ps/2 mouse 2 x uarts 1 x irda sata 2 x sata-150 hardware monitoring detect cpu/system temperature and voltage  ethernet  1 port as 10/100mbps supports wake-on-lan, rpl/pxe  boot rom with realtek rtl8139dl   audio  ac'97 codec audio as mic-in/line-in/line-out with  realtek alc203 usb  4 x usb 2.0 standard ETM620vea-500  (p/n: e38g620100)  (fanless) etx 3.0 som with amd geode? lx800 cpu onboard,   vga/ttl lcd, 10/100mbps ethernet, ac 97 audio and    2 uarts ports optional ETM620vea-500 -et (p/n: e38g620102) (fanless) etx 3.0 som with amd geode? lx800 cpu onboard, vga/ttl lcd, 10/100mbps ethernet, ac'97 audio,  2 uarts ports and w.t. (-40c ~ +85c) etb9f000  atx form factor baseboard * w.t.: wide temperature quick installation guide, user's manual/utility cd, cable features system cpu  amd geode? lx800 processor onboard system memory  1 x 200-pin so-dimm supports ddr-333/400 max.  up to 1 gb chipset  amd lx800 + cs5536ad bios  phoenix-award ssd   1 x compactflash? type-ii (optional; for pio mode support  only) watchdog timer  255 levels, 1~255 sec.  expansion interface  4 x 32-bit pci bus master 16-bit isa bus battery n/a power requirements amd lx800 @500 mhz, 512mb ddr max. rms: +5v @ 1.547a size 114 x 95 mm board thickness 1.6 mm operating standard: 0 ~ +60c (32f ~ 140f) temperature optional: -40c ~ +85c (-40f ~ +185f) relative humidity  10% ~ 95% relative humidity, non-condensing fanless low p ower extended t emperature display chipset  amd lx intergrated memory size  max. up to 254 mb display interface 1 x vga 1 x ttl lcd; max up to 24-bit
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