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		  Datasheet File OCR Text:


		  features /  benefits s daylight viewable s safety standards - ul and nema s tamperproof / designed for high durability s long life, lasting up to 100k hours  s uniform illumination - multi-led construction s lens options: low profile flat wide angle domed 556 series high intensity led panel mount indicators for 1? mounting hole  watertight - nema4x ip66 dialight corporation  1501 route 34 south ? farmingdale, nj 07727 usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com mdel556x001_d a roxboro group company applications the 556 series led panel mount indicators incorporate both ingan and alingap technologies to offer higher intensities. this is a highly durable package, designed to withstand outdoor applications susceptible to rain, dust and sunlight. ? instrument panels ? lane control ? safety applications ? display lighting ? vending, gaming ? transportation - rail, bus, airline ... and many more! specifications s available in red, yellow, green, blue, white, orange and cyan s ul recognized - file #e156890 s voltage range of 12 to 125 vdc, 125 and 230 vac s front mounting in 1? clearance hole s watertight seal from front of panel meets nema 4x ip66 s operating temperature: -30 o c to +85 o c maximum mounting torque - 40 in./lb. s storage temperature: -40 o c to +100 o c s housing material: nickel plated brass s lens material: polycarbonate 94 - vo flat lens please see back of page for part numbers and additional specifications. dimensions in inches [mm] all measurements are typical max. panel thickness: flat .600? dome .187? dialight reserves the right to make changes at any time in order to supply the best product possible. polarity marking indicated on housing near positive supply terminal domed lens

 556 series high intensity led panel mount indicators for 1? mounting hole watertight - nema4x ip66 dialight corporation  1501 route 34 south ? farmingdale, nj 07727 usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com a roxboro group company flat lens - 12 and 24 vdc dome lens - 12 and 24 vdc dome lens - 125 and 230 vac flat lens - 125 and 230 vac other voltages are available. please contact our factory for more information. mdel556x001_d dialight reserves the right to make changes at any time in order to supply the best product possible. part number color voltage (vac) current (ma) typical intensity (fl) 556-3005-304 white 125 9 700 556-3505-304 red 125 10.5 500 556-3605-304 green 125 9.5 700 556-3685-304 cyan 125 9.5 700 556-3705-304 yellow  125 10.5 500 556-3805-304 blue 125 9.5 180 556-3905-304 orange 125 10.5 180 556-3009-304 white 230 7 700 556-3509-304 red 230 7 500 556-3609-304 green 230 7 700 556-3709-304 yellow  230 7 500 556-3809-304 blue 230 7 180 556-3909-304 orange 230 7 180 part number color voltage (vdc) current (ma) typical intensity (fl) 556-1003-304 white 12 60 4000 556-1503-304 red 12 95 3000 556-1603-304 green 12 60 4000 556-1683-304 cyan 12 60 4000 556-1703-304 yellow  12 95 3000 556-1803-304 blue 12 60 1200 556-1903-304 orange 12 95 3000 556-1004-304 white 24 32 4000 556-1504-304 red 24 46 3000 556-1604-304 green 24 32 4000 556-1684-304 cyan 24 32 4000 556-1704-304 yellow 24 46 3000 556-1804-304 blue 24 32 1200 556-1904-304 orange 24 46 1200 part number color voltage (vdc) current (ma) typical intensity (fl) 556-3003-304 white 12 60 1200 556-3503-304 red 12 95 1300 556-3603-304 green 12 60 1800 556-3683-304 cyan 12 60 1800 556-3703-304 yellow 12 95 1300 556-3803-304 blue 12 60 480 556-3903-304 orange 12 95 480 556-3004-304 white 24 32 1200 556-3504-304 red 24 46 1300 556-3604-304 green 24 32 1800 556-3684-304 cyan 24 32 1800 556-3704-304 yellow 24 46 1300 556-3804-304 blue 24 32 480 556-3904-304 orange 24 46 480 part number color voltage (vac) current (ma) typical intensity (fl) 556-1005-304 white 125 9 1800 556-1505-304 red 125 10.5 1200 556-1605-304 green 125 9.5 1800 556-1685-304 cyan 125 9.5 1800 556-1705-304 yellow 125 10.5 1200 556-1805-304 blue 125 9.5 500 556-1905-304 orange 125 10.5 500 556-1009-304 white 230 7 1800 556-1509-304 red 230 7 1200 556-1609-304 green 230 7 1800 556-1709-304 yellow 230 7 1200 556-1809-304 blue 230 7 500 556-1909-304 orange 230 7 1800
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