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		  Datasheet File OCR Text:


		  model: mp12fb data type: hermetic piston compressors producer: acc series: hmbp model: mp12fb general data refrigerant: r404a discharge element: c-v cooling: f maximum ambient temperature  [oc ]: 43 compressor's data cylinder capacity  [cm3 ]: 12 displacement  [m3/h ]: 2,1 weight  [kg ]: 12 oil charge  [cm3 ]: 400 oil type: iso vg 46 ester engine's data engine type: csir power  [km ]: 3/8 starting element: hst power supply: 220v 50hz voltage range: 187-264 locked rotor current  [a ]: 14,8 running winding resistance (25oc)  [? ]: 4,28 starting winding resistance (25oc)  [? ]: 17,74 electrical data relays: 9660 a 149, mtrp 48 shielding element: mrp36amk, t0171 starting capacitor volume  [?f ]: connections milimeters inches suction tube: 8,1 service tube: 8,1 discharge tube: 6,5 1 / 6  

 model: mp12fb capacity r404a/r507 cooling capacity  [w ] t c  \ t e -40 -35 -30 -25 -20 -15 -10 40 204 316 445 590 751 930 1 125 45 171 267 381 510 657 819 999 50 - 219 316 431 562 709 873 55 - - 252 351 467 599 747 60 - - - 272 372 489 622 power input  [w ] t c  \ t e -40 -35 -30 -25 -20 -15 -10 40 240 297 354 411 467 524 580 45 230 292 354 416 477 539 600 50 - 287 354 421 487 554 620 55 - - 354 426 497 569 640 60 - - - 431 507 584 660 current  [a ] t c  \ t e -40 -35 -30 -25 -20 -15 -10 40 2.05 2.22 2.40 2.58 2.78 2.99 3.20 45 2.00 2.19 2.40 2.61 2.83 3.06 3.30 50 - 2.17 2.40 2.63 2.88 3.14 3.40 55 - - 2.40 2.66 2.93 3.21 3.50 60 - - - 2.68 2.98 3.29 3.60 2 / 6  

 model: mp12fb capacity mass flow  [kg/s ] t c  \ t e -40 -35 -30 -25 -20 -15 -10 40 1.80 2.58 3.59 4.82 6.28 7.97 9.89 45 1.67 2.43 3.42 4.64 6.09 7.76 9.66 50 - 2.28 3.26 4.46 5.89 7.55 9.43 55 - - 3.09 4.28 5.69 7.34 9.21 60 - - - 4.10 5.50 7.13 8.98 c.o.p.  [w/w ] t c  \ t e -40 -35 -30 -25 -20 -15 -10 40 0.85 1.06 1.26 1.44 1.61 1.78 1.94 45 0.74 0.91 1.07 1.23 1.38 1.52 1.66 50 - 0.76 0.89 1.02 1.15 1.28 1.41 55 - - 0.71 0.83 0.94 1.05 1.17 60 - - - 0.63 0.73 0.84 0.94 operating conditions: ashrae t c  - condensing temperature  [oc ] t e  - evaporating temperature  [oc ] application range 3 / 6  

 model: mp12fb dimensions 4 / 6  

 model: mp12fb image 5 / 6  

 model: mp12fb electrical 6 / 6  
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