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		  Datasheet File OCR Text:


		  mx07 b-51 b 2.00 to 2.50mm (.079 to .098") pitch pcb and wire connectors 2.50mm (.098") pitch  spox ?   wire-to-wire  plug housing  5240 features and benefts  	 sizes 	2	to	12	circuits	  	 with 	and	without	mounting	ears	 reference information  packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	5102-n	and	51191	housings use	with:	5241	terminals designed	in:	millimeters	 electrical  voltage: 	250v	 current: awg 22 24 26 28 3.0a 2.5a 2.0a 1.5a contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	ac/1	min.	 insulation	resistance:	1000	megohms	min.	 physical  housing:	6/6	nylon,	ul	 94v-0	 operating	 temperature:	-40	to	+105?c	 circuits  order no.  with ears  without ears  		2	 29-11-002 2 29-11-002 3 		3	 29-11-003 2 29-11-003 3 		4	 29-11-004 2 29-11-004 3 		5	 29-11-005 2 29-11-005 3 		6	 29-11-006 2 29-11-006 3 		7	 29-11-007 2 29-11-007 3 circuits  order no.  with ears  without ears  		8	 29-11-008 2 29-11-008 3 		9	 29-11-009 2 29-11-009 3 10	 29-11-010 2 29-11-010 3 11	 29-11-011 2 29-11-011 3 12	 29-11-012 2 29-11-012 3 2.50mm (.098") pitch spox ? wire-to-board crimp terminal housing 5102-n features and benefts  	 sizes 	2	to	20	circuits  	 low 	profile  	 molded 	pull	tab  	 friction 	lock reference information packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 mates	with:	5045-na	and	5046-na	 use	with:	5103	terminals	 designed	in:	millimeters	 electrical  voltage: 	250v	 current: awg 22 24 26 28 3.0a 2.5a 2.0a 1.5a contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	ac/1	min.	 insulation	resistance:	1000	megohms	min.	 physical  housing:	6/6	nylon,	ul	 94v-0	 operating	 temperature:	-40	to	+105?c	 circuits order no. 		2 22-01-102 4 		3 22-01-103 4 		4 22-01-104 4 		5 22-01-105 4 		6 22-01-106 4 		7 22-01-107 4 		8 22-01-108 4 		9 22-01-109 4 10 22-01-110 4 11 22-01-111 4 circuits order no. 12 22-01-112 4 13 22-01-113 4 14 22-01-114 4 15 22-01-115 4 16 22-01-116 4 17 22-01-117 4 18 22-01-118 4 19 22-01-119 4 20 22-01-120 4 www.molex.com/customer.html?seriesnumber=510 2 www.molex.com/product/spox.htm l
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