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		  Datasheet File OCR Text:


		  features  - tight tolerance / tight stability available  - high reliability for low cost  - low profile - 0.35 mm package height  - ultra miniatura size and lightweigth    - excellent clock signal generatur for cpu's  frequency range 32.0 ~ 40.0 mhz 40.0 ~ 52.0 mhz mode of vibration resonance resistance 150    max. 100    max. frequency tolerance at 25c working temperature range +-8 ppm +-12 ppm temperature +-15 ppm stability +-20 ppm +-30 ppm +-50 ppm load capacitance drive level aging insulation resistance storage temperature package part numbering system example  type smd01612/4 frequency in mhz frequency tolerance at 25c required value temperature stability  required value required value load capacitance required value internal connections             recomm. land patern               outline drawing rev.00 /january 2010 smd01612/4 40.000 mhz 10/15/-30+85/10pf smd01612/4 ultra-mini-smd-crystal series -10/+60c  /  0+70c / -20+70c -10/+60c  /  0+70c / -20+70c / -30+85c -10/+60c  /  0+70c / -20+70c / -30+85c -10/+60c  /  0+70c / -20+70c / -30+85c 10 w (100 w max.) +-2 ppm per year   >500 m   dc/100v +-10% tape and reel   (3.000 pcs per reel) at-fundamental http://www.petermann-technik.com   |  info@petermann-technik.com +-10 ppm ~ +-50 ppm -10/+60c ~ -30/+85c other parameters are available on request  /  create here your specification -40/+85c -10/+60c  /  0+70c  -10/+60c  /  0+70c / -20+70c / -30+85c series, 8pf, 10pf, 12pf temperature range 0.44 un it:  m m 0.30+0.05 - 1.6+0.1 - 1. 2+0.1 - 0.34 0.74 #4 #1 #2 #3 1.04 #4 #3 #2 #1 #1 &  #3 con necte d to qu artz el ement #2 connected to cover #4 open (unconnected) 0. 7 0. 6 unit: mm 0.8 1. 1
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