

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LM217			89C51			SMCJ26			TC40174			01010			SBL20			5TRMPB			VPS1E			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CL06ES38-000 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		      type hx  foot mount  -   steel bracket welded to the     bottom of the   laminations for easy mounting     type gx   panel mount  -   0.179 (4.55 mm) diameter   holes in each corner to allow direct mounting to a panel.     lead wires:  all leads are 18 awg stranded 2/64 (0.794 mm)     insulation thickness. standard parts have 12 (305 mm)    total length with 1/2 (12.7 mm) strip.          type bb   foot mount, pri & sec on same side  -   quick connect terminals  with line and load terminations on the same side of transformer.   type ae  laydown, pri & sec on top side  -   quick connect terminals                with line and load terminations on the top of transformer.    type ab   foot mount, pri & sec on opposite side  -   quick connect terminals                 with line and load terminations on opposite sides of  transformer   terminals:   standard male quick connects  -    0.250 x 0.032 (6.35 x 0.81 mm)           other available quick connects  -   0.187 x 0.032 (4.75 x 0.81 mm)      primary voltage                                                         secondary voltage   6va   size  -    1/2 x 1/2   weight (lbs)   ul   115   10   cl06es37 - 000*   0.350      230   10   cl06es38 - 000*   0.350             sales office:               300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ?  www.wabashtransformer.com           11     class 2 ul508 5 - 3 transformer   6va,  inherently energy limited     series:  cl  -   lead wires & quick - connects      ?   power rating 6va   ?   no secondary fusing required      ?   frequency 50/60hz     ?   insulation class f (155c)      agency approvals:     ?   ul/cul 5085 - 3 class 2 recognized (file e49606)   ?   insulation file no. e95662     class 2   *  multi voltage combinations are available  -   consult factory .                                                                                                         any application, any requirement, contact us for our custom designs     type hx  -   foot  mount   type gx  -   panel mount    type ae  -   laydown, pri & sec on top side    lead wires                quick - connects        type bb  -   foot mount, pri & sec on same side  
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