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		  Datasheet File OCR Text:


		  FPM-8151H specifcations general   ? button controls  osd control pad on front panel with lockable function   2 user-defned contrast/brightness settings   ? certifcations  ce, fcc class a, ul c1d2, cb, bsmi, ccc   ? dimension (w x h x d)  422 x 338 x 68 mm (16.61" x 13.31" x 2.68")   ? enclosure  front panel: 316l stainless steel   rear cover : stainless steel   ground isolation protection   ? mounting  panel, wall, desktop, vesa arm   ? power input  phoenix jack: 24 v dc  input   dc jack: external 57 w power adapter, with    100 ~ 240 v ac  input and 12 v dc  @ 4.75 a output  (optional)   ? power consumption  12w   ? video port  vga & dvi-d port   ? weight (net)   8.5 kg (18.74 lbs) lcd display   ? display type   xga tft lcd   ? backlight type    led   ? display size  15"   ? max. resolution  1024 x 768   ? max. color  16.2m (rgb 8-bits) or 262k colors (rgb 6-bits)   ? viewing angle (h/v)  160/140   ? luminance (cd/m 2 )  350   ? backlight life (hrs)  50,000   ? contrast ratio  700:1   ? 15" xga tft lcd with led backlight   ? stainless steel 316l front panel    ? nema4x/ip65 compliant front panel   ? -20 ~ 60c   (-4 ~ 140f)  wide operating temperature range   ? enhanced 5-wire resistive touch panel   ? direct vga & dvi-d video input interface   ? combo rs-232 & usb interface for touchscreen function   ? supports 24 v dc  input and 100~240 v ac  input (optional ac adapter)   ? osd control pad with lockable function on front panel   ? meets hazardous requirements with ul cid2 certifcation touchscreen    ? sensor  amt   ? driver  penmount 6000   ? type   5-wire resistive with enhanced ito flm   ? interface  usb & rs-232 (combo)   ? lifespan  36 million with a silicone rubber r8 fnger,    writing rate is by 250g at 2 times/s   ? light transmission   > 80%   ? os support  windows 2000, xp, vista, 7, xpe, ce and linux    ? power consumption  +5 v @ 100 ma   ? touch resolution   linearity environment   ? operation temperature   -20 ~ 60c (-4 ~ 140f)   ? storage temperature   -30 ~ 80c (-22 ~ 176f)   ? humidity (storage)  10 ~ 95% non-condensing   ? waterproof   front panel is nema4x/ip65 compliant   ? shock  11ms, 10g (non operating, half sine wave)   ? vibration  5 ~ 500 hz, 1 grms (operating, random) ordering information   ? FPM-8151H-r3ae   15" xga ind. monitor vga, dvi, wide temp 15" xga industrial monitor for hazardous  location, with 316l stainless steel front  panel introduction the FPM-8151H is a particularly rugged and reliable 15 xga wide temperature industrial monitor for a variety of industry applications. equipped with a wide operating temperature  range of -20 ~ 60c (-4 ~ 140f), it can satisfy demands in a wide range of harsh industrial applications. this model also features enhanced 5-wire resistive touch and system  isolation to enhance the reliability. moreover, FPM-8151H is designed to be safely operated in these locations and is undergoing certifcation to be ul listed for hazardous locations  with class i, division 2.  new  industrial monitors and display solutions features

 www.advantech.com/products online download 422.00 [16.61] 338.00 [13.31] 68.00 [2.68] 8.00 [0.31] 390.00 [15.35] 290.00 [11.42] 100.00 [3.94] 75.00 [2.95] 75.00 [2.95] 100.00 [3.94] 36.00 [1.42] 60.00 [2.36] m3 m3 m3 m3 m3 m3 m3 m3 m4 depth=8mm m4 depth=8mm m4 depth=8mm m4 depth=8mm m4 depth=8mm m4 depth=8mm m4 depth=8mm m4 depth=8mm FPM-8151H accessories   ? fpm-2150g-smke   mounting kit for desktop stand  wall   ? 1702002600  power cable s plug 1.8 m   ? 1702002605  power cable e plug 1.8 m   ? 1702031801  power cable k plug 1.8 m   ? 1702031836  power cable china/australia plug 1.8 m   ? 1757002742      adapter ac 0-264v 57w sp63-105 panel cut-out dimensions 36 x 26 mm (15.5 x 11.65) i/o view touch screen (rs-232) vga port dvi-d touch screen (sb) 100  240 v ac  power adapter 24 v dc  input dimensions nit mm  
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