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		  Datasheet File OCR Text:


		  embedded single board computers all product specifications are subject to change without notice  last updated : 06-june-2009 features new PCM-4381 intel ?  pentium ?  m epic sbc with  vga/ 2 lvds/ dual giga lan intel ?  celeron ?  m processor on board/ socket type one sodimm up to 2 gb ddr2 400 mhz or 400/533 mhz display combination: 48-bit lvds + 48-bit lvds, crt + 48-bit lvds dual 10/100/1000 mbps ethernet  supports atx / at power modes   ac97 audio on board  pci-104 bus 16-bit gpio, 4 com (supports auto fow control), 2 sata, 6 usb 2.0 ports ? ? ? ? ? ? ? ? specifcations processor system cpu celeron m 600 mhz celeron m 1.0 ghz pentiun m socket type 479 front side bus 400 mhz 400 mhz 400/533 mhz l2 cache 512 kb 0 kb depend on cpu chipset intel 910gmle + ich6m intel 910gmle + ich6m intel 915gme + ich6m bios award 4-mbit award 4-mbit award 4-mbit memory technology  ddr2 400 (910gmle), 400/533 (915gme) max. capacity 2 gb socket 1 x 200-pin sodimm ssd compactflash card type i, type ii coastline i/o vga  1 com 1 lan 2 usb 2 kb/ms 1 i/o interface lpt 1 rs-232 2 rs-232/422/485 1 usb 4 x usb 2.0 audio ac97, line-in, line-out, mic-in gpio 16-bit general purpose input/output sata max. data transfer rate 150 mb/s channel 2 expansion slot pci-104 1 ethernet  speed  10/100/1000 mbps controller 2 x realtek rtl8111b-gr interface 2 x rj-45 display controller intel 910gmle/915gme vram optimized shared memory architecture up to 128 mb system memory lvds lcd  1 x 48-bit lvds1, 1 x 48-bit lvds2 (optional) dual independent display  crt + lvds, lvds + lvds environment operating temperature 0 ~ 60 c (32 ~ 140 f), z : -20 ~ 80 c (-4 ~ 176 f) (optional) operating humidity  0% ~ 90% relative humidity, non-condensing power power type at / atx power supply voltage atx: +5 v  5%, 12 v  5%   at: 5 v only to boot up, 12 v optional for lcd inverter power consumption  typical (xp) 5 v:2.59 a (c-m  m 1g with ddr2 400 256 mb) power consumption max,  test in hct 5 v:3.22 a (c-m  m 1g with ddr2 400 256 mb) power management apm, acpi battery lithium 3 v / 196 mah watchdog timer output system reset interval programmable 1 ~ 255 sec physical characteristics dimensions (l x w) 115 x 165 mm (4.5" x 6.5") weight 0.35 kg (0.77 lb) (with heatsink) atx/ at power pci-104 sata2 48-bit lvds1 sata1 usb3, 4 usb 5, 6 48-bit lvds2 com2, 3, 4  & lpt audio kb/ms usb 1, 2 lan2 lan1 com1 vga  

 www.advantech.com/products online download board diagram ordering information number cpu l2  cache chipset memory   giga  lan lvds1 lvds2 vga usb   2.0 com gpio lpt cf sata audio pci-104 operating  temp. thermal  solution PCM-4381l-m0a1e celeron m  600 mhz 512 kb 910  gmle dimm 1 48-bit - 1 6 4 ports 16 1 yes 2 yes yes 0 ~ 60 c passive PCM-4381f-s0a1e celeron m  1.0 ghz  0 kb 910  gmle dimm 2 48-bit 48-bit 1 6 4 ports 16 1 yes 2 yes yes 0 ~ 60 c passive PCM-4381f-00a1e skt 479 - 915gme dimm 2 48-bit 48-bit 1 6 4 ports 16 1 yes 2 yes yes 0 ~ 60 c active PCM-4381z-1gs0a1e celeron m 1 ghz 0 kb 910  gmle 1g bundle 2 48-bit 48-bit 1 6 4 ports 16 1 yes 2 yes yes -20 ~ 80 c passive PCM-4381z2-1gs0a1e celeron m 1  ghz 0 kb 910  gmle 1g bundle 2 48-bit 48-bit 1 6 4 ports 16 1 yes 2 yes yes -40 ~ 85 c passive note: for wide temperature, please contact sales rep. PCM-4381 optional accessories part no. description pcm-410c-00a1e com/lpt daughter board for epic 1700090301 com2 rs-422/485 d-sub 9p to 4p cable, 30 cm packing list part no. description quantity PCM-4381 sbc 1 9689000002 mini jumper pack 1 startup manual 1 utility cd 1 1700002034 3 com ports and lpt cable 1 1700002055 atx power cable 1 1700060202 6p-6p-6p ps/2 kb/ms 1 1700004891 usb cable 2 port/20-pin 1 1700001267 usb cable 2 port/10-pin 1 1700003931 at power cable 1 1700008894 sata cable 7p/7p 30 cm 2 1700008902 audio cable 10p 2.0 mm 15 cm 1 dmi i/f usb 2.0 x 4 usb 2.0 x 2 usb pin header pata cf connector primary audio connector sata sata x 2 ac97 alc203 16 bit gpio smbus com2 pca9555pw lan rj45 connector lan rj45 connector pci bus pci-104 pcie bus lpc bus 10/100/1000m (rtl8111b) usb connector rs422/485 com1 ps/2 kb&ms fwh 10/100/1000m (rtl8111b) lpc super i/o (sch3114) com2 ~ com4 lpt ddr2 dimm intel ich6m intel pentium m processor/ skt479 (915gme) 915gme/ 910gmle vga connector 48-bit lvds connector 48-bit lvds connector chrontel 7308 sdvo bus lvds bus analog crt ddr2 400/533  
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