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		  Datasheet File OCR Text:


		                                                                  segmented film capacitors       ( dmsf , fmsf , tmsf )   f eatures   ?   segmented metallized film material, safety-compliant.  ?   high reliability, moisture resistance and excellent electrical  characteristics.  ?   low esr  ?   non-inductive construction available    s pecifications   1.   operating temperature:  -40 o c to +85 o c  2.   capacitance range:  0.001  f to 0.47  f  3.   capacitance tolerance:  5%(j), 10%(k), 20%(m)  4.   rated voltage:  up  to 700vac    5.   dissipation factor:  0.1% max. at 1khz 25 o c  6.   insulation resistance:  >30000m      (c    0.33  f)   >1000m  .uf (c > 0.33  f)      p art  n umbering  s ystem   fmsf  103   k  250vac   meritek series  (dmsf, fmsf,tmsf)       capacitance   code  102  103  104  105  (  pf  )  1,000 10,000 100,000   (  nf  )  1  10  100 1000 (                               segmented film capacitors   have a conventional  winding structure with unique segmented  metallized electrodes. these electrodes form a  parallel connection of many small valued  capacitors. should dielelectric breakdown occur due  to over voltage, only the faulty small cap is  disconnected resulting in an open circuit, thereby  preventing the entire capacitor from   burning.     38 min 38 min l max d+/-0.05 d max                       tmsf series  d  +/-0.05 t  max w  max p  +/-1.0 1.5 max 30 min h  max                                     dmsf series  d+/-0.05 t max 3.3+0.5/-0.2 l max w max p +/-1.0                    fmsf series  dimensions                                                                              mm  w l t p d     xx      xx      xx      xx       xx    sf series 
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