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		  Datasheet File OCR Text:


		  for other values & custom designs, contact factory. specifications subject to change without notice. 15801 chemical lane, huntington beach, ca 92649-1595 tel: (714) 898-0960   ?   fax: (714) 896-0971 rhombus industries inc. www.rhombus-ind.com 100-sp100 insertion differential to part insertion loss return loss           crosstalk common mode        hipot number (db max) (db min @ 100 w )           (db min)  rejection (db min)       (vrms min) 0.1-100mhz 1-30mhz 40mhz 50mhz 60-80mhz 30mhz 60mhz 100mhz 30mhz 60mhz 100mhz T-17000 -1.0 -22 -20 -18 -12 -50 -40 -40 -42 -38 -32            1500 t-17001 -1.0 -22 -20 -18 -12 -50 -40 -40 -45 -40 -35            1500 t-17002 -1.0 -22 -20 -18 -12 -50 -40 -40 -45 -40 -35            1500 t-17003 -1.0 -20 -18 -18 -14 -45 -40 -35 -45 -40 -35            1500 t-17004 -1.0 -20 -20 -18 -14 -50 -40 -40 -42 -36 -33            1500 t-17006 -1.0 18 -18 -16 -12 -55 -50 -50 -50 -45 -40           1500 electrical specifications at 25 o  c 10/100 base-t single port transformer module 1 : 1 transmit turns ratio compatiblewith intel, national semiconductor, level one, ics, kendin, tdk, broadcom, seeq and lucent transceivers dimensions in inches (mm)  max.  .260 (6.60)  max.  .300 (7.62)  max.  1.000 (25.40)  .020 (0.51)  typ.  .100 (2.54)  typ.  .510  (12.95) .480  (12.19)  max.  .410 (10.41)  .040 (1.02)  typ.  .010 (0.25)  typ. mil. grade epoxy encapsulated package withstands 235 o c ir reflow tape and reel available. meets all iee 802.3 and ansi x3.263 stan- dards including 350  m h ocl with 8 ma bias

 for other values & custom designs, contact factory. specifications subject to change without notice. 15801 chemical lane, huntington beach, ca 92649-1595 tel: (714) 898-0960   ?   fax: (714) 896-0971 rhombus industries inc. www.rhombus-ind.com 100-sp100 schematic diagram 14   tx-  15  cmt 16   tx+ 6   rx+ 7  ct 8  rx- rd+  11 10 ct rd- 9 receive 1ct : 1ct transmit 1ct : 1 td-  3 ct    2 td+  1 t-17006, t-17004, t-17002 T-17000 center-tapped inductor not included inT-17000, so pin #12 connects to the transformer center tap. t-17001 t-17005, t-17003 7   tx- 6   cmt 8   tx+ 9   rx+ 11  ct 10  rx- rd+  16 ct   14 rd- 15 receive 1ct : 1ct transmit 1ct : 1 td- 2 ct    3 td+  1 7   rx+ 5     ct 6   rx- 10 tx- 12  ct 11  tx+ td-  16 ct   14 td+ 15 receive 1ct : 1ct transmit 1ct : 1ct rd+ 1 ct    3 rd-  2 12  ct
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