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		  Datasheet File OCR Text:


		  technical  specifications of   single-phase glass passivated bridge rectifier maximum average forward rectified  output current                                      @tc=100 oc (with heatsink) features maximum ratings and electrical characteristics ratings at 25 o c ambient temperature unless otherwise specified. single phase, half wave, 60hz, resistive or inductive load. for capacitive load, derate current by 20%. maximum recurrent peak reverse voltage maximum rms bridge input voltage maximum dc blocking voltage peak forward surge current 8.3 ms single half sine-wave superimposed on rated load (jedec method) symbol v rrm v dc if (av) i fsm v rms volts volts amps 2.0 35 amps units volts maximum dc reverse current at rated dc blocking voltage per element v f i r 1.1 500 maximum forward voltage drop per  element at 2.0a dc volts @t j = 25 o c @t j = 125 o c 10 mamps i2t rating for fusing (tD3KB2A thru d3kb2m * weight: 1.35 gram

 r dc components co., ltd. rating and characteristic curves (D3KB2A thru d3kb2m) single phase half wave 60hz inductive orresistive load case temperature, ( oc) 0 50 100 150 fig. 2 - typical forward current derating curve 1.0 0.5 average forward output current, (a) fig. 1 - maximum non-repetitive forward surge current peak forward surge current, (a) number of cycles at 60hz 1 2 5 10 20 50 100 0 50 40 30 20 10 8.3ms single half sine-wave (jedec mathod) 60 instantaneous forward voltage, (v) 0 .2 .4 .6 .8 1.4 pulse width=300ms 1% duty cycle fig. 3 - typical instantaneous forward characteristics 10 1.0 1 .1 instantaneous forward current, (a) tc=25oc percent of rated peak reverse voltage, (%) 0 20 40 60 80 100 120 140 fig. 4 - typical reverse characteristics 100 10 1 .01 instantaneous reverse current, ( ma) tj=25oc tj=125oc 1.5 2.0 2.5 1.0 1.2 0 20
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