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		  Datasheet File OCR Text:


		  a t a d l a c i n a h c e m s e r u t a e f s c i t s i r e t c a r a h c l a m r e h t d n a s g n i t a r m u m i x a m (ratings at 25 o c ambient temperature unless otherwise specified.)   for general purpose applications   the LL103A, b, c series is a metal-on-silicon schottky barrier     device which is protected by a pn junction guard ring.   the low forward voltage drop and fast switching make it ideal     for protection of mos devices, steering, biasing and coupling     diodes for fast switching and low logic level applications. other     applications are click suppression, efficient full wave bridges in     telephone subsets, and blocking diodes in rechargeable low     voltage battery systems.   these diodes are also available in the do-35 case with type     designations sd103a thru sd103c.   case: minimelf glass case (sod-80)   weight: approx. 0.05g   cathode band color: green c 3 0 1 l l u r h t a 3 0 1 l l e d o i d l a n g i s - l l a m s s e d o i d y k t t o h c s r e t e m a r a pl o b m y se u l a vt i n u e g a t l o v e s r e v n i k a e p a 3 0 1 l l b 3 0 1 l l c 3 0 1 l l v m r r 0 4 0 3 0 2 s t l o v ) k n i s t a e h e t i n i f n i ( n o i t a p i s s i d r e w o p t c / w m 4 t a s e t a r e d y d o b m o r f " 8 / 3 = o c5 2 1 t a 0 o t o c p t o t 0 0 4 ) 1 ( w m e v a w e n i s z h - 0 6 e g r u s e l c y c e l g n i si m s f 5 1s p m a e r u t a r e p m e t n o i t c n u jt j 5 2 1 o c e g n a r e r u t a r e p m e t e g a r o t st s 0 5 1 + o t 5 5 - o c 714 notes: 1. valid provided that electrodes are kept at ambient temperature. s c i t s i r e t c a r a h c l a c i r t c e l e (t j =25 o c unless otherwise noted.) r e t e m a r a pl o b m y sn o i t i d n o c t s e t. n i m. p y t. x a mt i n u t n e r r u c e g a k a e l a 3 0 1 l l b 3 0 1 l l c 3 0 1 l l i r v r v 0 3 = v r v 0 2 = v r v 0 1 = - - - - - - 5 5 5 u a p o r d e g a t l o v d r a w r o fv f i f a m 0 2 = i f a m 0 0 2 = - - - - 7 3 . 0 6 . 0 t l o v e c n a t i c a p a c n o i t c n u jc t o t v r z h m 1 = f , v 0 =-0 5- p f e m i t y r e v o c e r e s r e v e rt r r i f i = r , a m 0 0 2 o t a m 0 5 = i 1 . 0 o t r e v o c e r r -- 0 1 n s

 715 s e v r u c c i t s i r e t c a r a h c d n a s g n i t a r (t a  = 25 o c unless otherwise noted)

 716 s e v r u c c i t s i r e t c a r a h c d n a s g n i t a r (t a  = 25 o c unless otherwise noted)
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