

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LQ057V3			3302EM			8062M			UBA2017T			0000F			B7664			IRLZ24			BT222			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				AOCJY3 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  | | | | | | | | | | | | | | | standard specifications: features: applications: pb rohs compliant ? cellular infrastructure ? radar systems ? test & measurement equipment ? gps tracking with precision hold-over accuracy ? wimax / wlan ? 25.4x 25.4 x 13.0 mm leaded- rohs compliant reflow-able package ? sc-cut, high ?q? resonator based design ? either sinewave or cmos rf output ? available with 30 ppb over -40c to +75c operating temperature range ? tighter stabilities to 5.0 ppb over 0c to +50c also available ? exceptional long-term aging of 500 ppb max. over 10-year product life ? excellent close-in phase noise (-140 dbc/hz typical @100 hz offset; 10mhz carrier)    25.4x 25.4 x 13.0 mm      parameters minimu m t y p i ca l   maximu m units notes rf   o u tput  fre q ue n cy  10.00 100.00 mhz overall   f r eq u ency     ran g e  standard   available   frequ e ncie s 10.00,   12.80,   13.00,   26.00,   38.88,   40.00,   100.00   m h z  w a v ef o r m   cmos level   "1"   (l o gic   h i gh)  0.9*vdd volts (n o t e   # 1 ) level   "0"   (l o gic   l o w)  0.1*vdd volts (n o t e   # 1 ) load 15 pf rise   &   fall   time  6.0 ns duty   cycle  45 55 % w a v ef o rm sin e w a v e  peak   p o wer  2.00 dbm output   lo a d  50 ? short   term   stabili t y   1x10 -10 /second alan   varian c e     oper a ble   t e mperat u re   range  - 40 75 o   c   see   stability   opti o n s             f re qu e n c y   sta bili t y   op t ion s        0o   c   to   + 50oc     ( n ote   # 2) 5.00 ppb default sp e c .  -20o   c   to   +7 0 oc  10.00 ppb option   ? e ?  -40o   c   to   +7 5 oc  30.00 ppb option   ? f ?  frequency   stability   vs.   s u pply   voltage   (vdd      5%)  2.00 ppb fre q ue n cy   stability   vs.   load   variation  (   10 % )   2.00 ppb w a rm-up   @   25   oc  30.00 ppb in <   3-minute s   pow e r   c o ns u mption   @   turn   on  3.60 watts pow e r   c o ns u m ption   stea d y   state  1.20 watts supply   voltage   (vd d )  3.13 3.30 3.46 volts see   optio ns   note   #1:   wh e n   vdd= 1 2.0v;   level   ?1?   =   4. 5 0   v   minimum;   lev e l   ?0?   =   0. 5 0v   maximum note   #2:   5.00   ppb   stability   is   only   available   for   f 0  < 40 m hz.     for   fr e que n c i es   a b ove   4 0 mhz,   the   b est   available  frequ e ncy   st a bility   is   10. 0 0   ppb   over   - 2 0c   to    + 7 0c  AOCJY3 series oven controlled crystal oscillator  30 3 3 2 e s p e  r an z a ,   r a n c  h o s a n t  a m a r g a r i t  a , c a l i f o r n i a 92 6 8 8 t e l 949-546-80 0 0 | f a x  949 - 546-8 0 0 1 |   w w  w  . a b r a c  o n . c  o m revised: 12.01.10 visit  www.abracon.com  for terms & conditions of sale  abracon is ce r tified abracon is iso9001:2008 ce r tified  www.datasheet.co.kr  datasheet pdf - http://www..net/

 | | | | | | | | | | | | | | pb rohs compliant options and part identification (left blank if standard)  25.4x 25.4 x 13.0 mm  AOCJY3 -     -                mhz -     - supp l y  volt a g e  option   b lank 3 . 30v a 5.00v b 12.00v t em p erat u re  op t ion s  e -20c   to   +70c  f -40c   to   +75c  frequen c y   in   mhz  s u c h   a s;  10 . 000    m h z                  26 . 000     mhz               100 . 000     mhz rf   output   options  blank cmos sw sinewave a gin g daily 1.0 ppb first   ye a r   100 ppb 10-y e ars  500 ppb spect r al   c o nte n t  spuri o us   r e spo n se  - 35 d b c p ha s e   no i s e   ( 10 m h z   c a rr i e r)   @   5 v   @     1                h z   off s et   - 90 d b c @     10            h z   o ff s e t  -120 d b c @     100        hz   offset  -140 d b c @     1,000     hz   offset  -145 d b c @     10,000   hz   offset  -155 d b c electrical   f r eque n c y   adjustme n t   control   volt a ge   r a nge   ( v c)  0.0 vdd volts fre q ue n cy   pull   ra n ge  0.700 ppm fre q ue n cy   pull   slope  positive control   volt a ge   port   imp e da n ce  10 k ? cent e r   c o ntrol   voltage  ( n o t e  #3 ) (vdd/2)   - 0.5 vdd/2 (vdd/2) +0 . 5  volt s   cent e r   c o ntrol  voltage control   port   line a rity  10 % refere n ce   v oltage   (v d d=3.3v)  2.70 2.80 2.90 volt s   output   @   pi n #4  refere n ce   v oltage   (v d d=5.0v)  4.40 4.50 4.60 volt s   output   @   pi n #4  refere n ce   v oltage   (v d d=12.0v)  4.90 5.00 5.10 volt s   output   @   pi n #4  storage   t e m perat u r e  -40 +1 0 0  o   c  note   #3:   wh e n   vdd= 1 2.0v,   control   voltage   r a n g e   is   0.0v   to  5.0v   and   therefore,   the   ce nter   c o ntrol    voltage   is  (2.50 v 0.50 v ) parameters minimu m t y p i ca l   maximu m units notes standard specifications - continued. AOCJY3 series oven controlled crystal oscillator  30 3 3 2 e s p e  r an z a ,   r a n c  h o s a n t  a m a r g a r i t  a , c a l i f o r n i a 92 6 8 8 t e l 949-546-80 0 0 | f a x  949 - 546-8 0 0 1 |   w w  w  . a b r a c  o n . c  o m revised: 12.01.10 visit  www.abracon.com  for terms & conditions of sale  abracon is ce r tified abracon is iso9001:2008 ce r tified  www.datasheet.co.kr  datasheet pdf - http://www..net/

 | | | | | | | | | | | | | |  |  packaging: pb rohs compliant t s m a x   t o t l ( r a m p - u p r a t e ) 3  c / s e c o n d m a x . p r e h e a t t e m p e r a t u r e m i n . ( t s m i n . ) t e m p e r a t u r e t y p i c a l ( t s t y p . ) t e m p e r a t u r e m a x . ( t s m a x . ) t i m e ( t s ) 1 5 0  c 1 7 5  c 2 0 0  c 6 0 ~ 1 8 0 s e c o n d s r a m p - u p r a t e ( t l t o t p ) 3  c / s e c o n d m a x . t i m e m a i n t a i n e d a b o v e : - - t e m p e r a t u r e ( t l ) / t i m e ( t l ) 2 1 7  c / 6 0 ~ 1 5 0 s e c o n d s p e a k t e m p e r a t u r e ( t p ) 2 5 0  c m a x .   f o r 1 0 s e c o n d s t a r g e t   p e a k t e m p e r a t u r e ( t p t a r g e t ) 2 5 0  c + 0 / - 5  c t i m e w i t h i n 5  c o f a c t u a l p e a k ( t p ) 2 0 ~ 4 0 s e c o n d s r a m p - d o w n r a t e 6  c / s e c o n d m a x . t u n e 2 5  c   t o p e a k t e m p e r a t u r e ( t ) 8 m i n u t e s m a x . 15 pcs/tray a t tention :    a b r a c on   c o r p o r a tio n ? s   p r o du c ts   a r e   c o t s   ?   c omme r cial- o ff- t he- s helf   p r o du c ts ;   suitable   f or   c omme r cial ,   indust r ial   an d ,   whe r e   design a t e d ,   a u t om o  -  ti v e  a ppli c a tion s .    a b r a c o n ? s p r o du c ts a r e not s p ecifi c ally designed  f or  m ilita r y ,   a vi a tion ,   a e r ospa c e ,  li f e-de p enda n t  m edi c al appli c a tions or a n y appli c a tion  r equi r  -  ing   high   r eliabili t y   whe r e   c om p one n t   failu r e   c ould   r esult   in   loss   of   li f e   and/or   p r o p e r t y .   f or   appli c a tions   r equi r ing   high   r eliabili t y   and/or   p r ese n ting   an   e x t r eme    o p e r a ting e n vi r onme n t ,  w r it t en  c onse n t and autho r iz a tion f r om  a b r a c on  c o r p o r a tion is  r equi r e d .   p lease  c o n ta c t  a b r a c on  c o r p o r a tion  f or mo r e in f o r m a tion .  25.4x 25.4 x 13.0 mm  outline dimensions reflow profile: AOCJY3 series oven controlled crystal oscillator  30 3 3 2 e s p e  r an z a ,   r a n c  h o s a n t  a m a r g a r i t  a , c a l i f o r n i a 92 6 8 8 t e l 949-546-80 0 0 | f a x  949 - 546-8 0 0 1 |   w w  w  . a b r a c  o n . c  o m revised: 12.01.10 visit  www.abracon.com  for terms & conditions of sale  abracon is ce r tified abracon is iso9001:2008 ce r tified  www.datasheet.co.kr  datasheet pdf - http://www..net/
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