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		  Datasheet File OCR Text:


		  embedded touch modules  all product specifications are subject to change without notice  last updated : 9-may-2011 etm-res02c resistive touch control board features   ? resistive touch technology, supports 4/5-wire touchscreen   ? usb & rs-232 interface   ? quick conversion time approximately 10 ms   ? high resolution support to 4096 x 4096   ? touchware, touch software package specifcations touch technology resistive type host site interface usb: conforms to usb 1.1 rs-232 serial: 8 data bits, 1 stop bit, no parity, and  full duplex. communication baud rate 9,600 (default) and 19,200 host site connector usb port: 2.0 mm, 4-pin, male header rs-232 port: 2.0 mm, 4-pin, male header power port: 2.0 mm, 2-pin, male header touchscreen connector 4-wire: 1.0 mm, 4-pin, fpc type, double contact type 5-wire: 2.54 mm, 5-pin, male header 5-wire: 2.0 mm, 8-pin, male header supported voltage and  current + 5.0 v, 500 ma touch resolution 4096 x 4096, size independent conversion time approximately 10 ms per coordinate set led status touch activated led indicator temperature ranges operating: -20 to +85 c storage: -40 to +85 c mtbf > 4,000,000 hours vibration & shock three axis sine wave, 5 ~ 500 hz, 3.5 g, 2 minutes/ octave with dwell on resonances dimensions (l x w x h) 62 x 33 x 10.26 mm ordering information part no. product description etm-res02c-adh3ee touch control board, horizontal, 4/5-wire res,    -20 ~ +85 c rohs compliant 2002/95/ec etm-saw01c surface acoustic wave touch control board rohs compliant 2002/95/ec features   ? surface acoustic wave touch technology   ? usb & rs-232 interface   ? quick conversion time approximately 10 ms   ? high resolution support to 4096 x 4096   ? touchware, touch software package specifcations touch technology surface acoustic wave type host site interface usb: conforms to usb 1.1 rs-232 serial: 8 data bits, 1 stop bit, no parity, and  full duplex. communication baud rate 9,600 (default) and 19,200 host site connector molex 53505-2090, 1.25 mm, 20-pin touchscreen connector mounted male header, 1.0 mm, 2 x 6-pin lif type, 10-pin supported voltage and  current + 5.0 v, 500 ma touch resolution 4096 x 4096, size independent conversion time approximately 10 ms per coordinate set led status touch activated led indicator temperature ranges operating: 0 to +65 c storage: -25 to +85 c mtbf > 1,543,000 hours vibration & shock three axis sine wave, 50 ~ 2 khz, 1g, 2 minutes/ octave with dwell on resonances dimensions (l x w x h) 83.82 x 53.3 x 10.16 mm ordering information part no. product description ETM-SAW01C-ELH0CE touch control board, horizontal, saw, 0 ~ +65 c new new  
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